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IDENTIFYING COMPONENTS 
Refer to the following illustra-
tions to familiarize yourself with 
the Router’s front-panel LEDs 
and rear-panel ports. 
Front View 

 

 
LED State MEANING 

Green WLAN link status  
WLAN 
Act Green 

Blinking WLAN traffic 

WLAN 
Link Green 

Device is con-
nected to the 
WLAN 

Green The unit is receiv-
ing power Power  

Off The unit is not 
receiving power 

Green Link is established 
Flashing 
Green 

Packet transmit or 
receive activity 

LINK/A
CT 

Off No Link activity 
Green Full-duplex mode 

Flashing 
Orange 

Collision has oc-
curred Full/Col 

Off Half-duplex mode 

100 Green Indicates link 
speed (100 Mbps) 

Diag Green Indicates a con-
nection error 

 

Rear View 
The following illustration shows 
the router’s rear-panel ports: 

Reset
Power

WAN 1 2 3 4

 

 

 

 

Item Function 
1 Reset 

button 
Push and hold this button 
for five seconds to reset 
the Wireless Router to 
the factory default set-
tings. 

2 WAN 
port 

Connect the Wireless 
Router to the Internet via 
your cable or ADSL mo-
dem and this RJ-45 port. 

3 LAN 
ports 

The four RJ-45 Ethernet 
ports allow you to con-
nect client PCs or LAN 
hubs to the Wireless 
Router. 

4 Power 
port 

Plug the AC adapter into 
this port. 

5 Antenna Two antennas provide 
wireless LAN functional-
ity and ensure optimal 
signal strength. 

 
 

HARDWARE INSTALLATION 
This section covers plugging in the 
Wireless Router, and connecting 
the router to a WAN, LAN, and 
wireless LAN (WLAN). 
Connecting to the WAN 
1. Plug the supplied straight 

cable into the WAN RJ-45 
jack: 

 
2. Plug the other end of the cable 

into the RJ-45 jack on your 
ADSL or cable modem. 

3. Plug the AC adapter jack into 
the connector on the rear of 
the router, and plug the 
adapter into a wall socket. 

Connecting to the LAN 
1. Plug a straight cable into a 

free LAN RJ-45 jack at the 
rear of the router: 

 
2. Plug the other end of the cable 

into the RJ-45 jack on your 
computer. 

NETWORK CONFIGURATION 
The following sections cover set-
ting up the network configuration 
of your operating system, connect-
ing to the router via the Web 
browser interface, and running the 
interface setup wizard. 
TCP/IP Configuration  
Windows 
1. Open the Control Panel. 
2. Double-click the Network 

icon to open the Network 
configuration dialog. 

3. If necessary, install the 
TCP/IP component. Refer to 
the Windows online help for 
information. 

4. Select TCP/IP and click 
Properties. The TCP/IP 
properties dialog box opens. 

5. Click the radio button next to 
“Obtain an IP address 
automatically” and go to step 
six if you want the DHCP 

1 2 3 4 

5 

Rear LAN 
ports 1 ~ 
4

Rear WAN 
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server to assign the IP 
address. 
If you want to assign a fixed IP 
address, follow these steps: 
a. In the TCP/IP Properties dialog box, 

click the radio button next to Specify 
an IP address: 

b. Enter an IP address in the IP field. 
c. Type a Subnet Mask value for the 

router. Click the Gateway tab. 
d. Type the router’s IP address in the 

“New gateway” field and click Add.  
e. Click the DNS Configuration tab and 

click Enable DNS. Type the computer 
name in Host. 

f. Type the ISP/BSP domain name in the 
Domain text box. Type the ISP/BSP do-
main name server IP address in DNS 
Server Search Order and click Add to 
add it to the list.  

g. Click OK. You are returned to the Net-
work configuration dialog box. 

6. Click OK. Windows copies 
files and configures the 
Network settings.  

7. Restart the computer. 
Starting the Interface 
1. Open your Web browser and 

type the router IP address in 
the address bar: 

 
2. Press <Enter>. You are 

prompted for the user name 
and password. 

3. Type the user name and 
password in the appropriate 
fields. The default user name 
and password is “admin.” 

4. Click OK. The router browser 
interface opens: 

 

Using the browser interface, you 
can set network parameters, con-
figure wireless LAN settings, 
view status reports and logs, cre-
ate access restrictions, and use 
other tools and features. 

Setup Wizard 
The setup wizard enables you to 
configure the router quickly and 
conveniently. Follow these in-
structions: 
1. Open the browser interface as 

described in the previous sec-
tion. 

 
2. In the Settings screen Setup 

Wizard page, click Run Wizard.  
3. Click Next. You are prompted to 

select a password. Type a pass-
word in the text box, and then 
type it again for verification. 

 
4. Click Next. Select your time 

zone from the drop-down list. 

 
5. Click Next. 
6. Type the LAN IP address in the 

text box. (The default IP address 
is 192.168.1.1.) 

7. Type the subnet mask in the text 
box. 

8. Enable DHCP Server if you want 
DHCP to automatically assign IP 
addresses. Type a beginning IP 
address and an end IP address 
for the DHCP server to use in 
assigning IP addresses. 

 
9. Click Next. Select how the router 

will set up the Internet connec-
tion. If you have enabled DHCP 
server, choose "Obtain IP auto-
matically (DHCP client)" to have 
the router assign IP addresses 
automatically. 
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10. Click to enable or disable wire-

less LAN. If you enable the 
wireless LAN, type the SSID n 
the text box and select a com-
munications channel. The SSID 
and channel must be the same 
as wireless devices attempting 
communication to the router. 

 
11. Click Next. Click Restart to 

complete the wizard. 

 


