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The information in this article applies to:





TE-16XP/C


TE-16XP/T


TE-16XP/CT





SUMMARY





The TE-16XP Series cards are fully compatible with Microsoft Windows 95. This article shows how to setup TE-16XP card with Windows 95 using NE2000 Compatible driver.





This article assumes the following:





Microsoft Windows 95 is properly installed on your system


There is no network components installed in Windows 95 system


TE-16XP is properly installed in one of the ISA slots


Computer is powered off





CONTENTS





Power up your computer.


As soon as the message, “Starting Windows 95…”, appears, hit “F8” (Function key 8) once immediately. The Microsoft Windows 95 Startup Menu appears.


Select “Safe Mode Command Prompt Only” by using up/down keys and hit [enter].


C:\> prompt appears.


Insert the TE-16XP driver program diskette in drive A.


Switch to drive A.�Command: A: [enter].


The setup program, TE16XP.EXE, is located at \UTILITY directory. Change directory to \UTILITY.�Command: CD\UTILITY [enter]


Execute TE16XP.EXE.�Command: A:\UTILITY>TE16XP [enter]


Hit [enter] to go to the main menu.�Command: [enter]


In the Set Up Configuration window, you should see the factory default settings:�Connector Type:   BNC�I/O Base Address: 300H�Interrupt Number: 3�Remote Boot:      Disable


Select “Set Up Configuration” and hit [enter]. Connector Type will be highlighted. Hit [enter] to view available options in a pop-up window. Move cursor within the pop-up window and hit [enter] to select the item which you want to change to. Perform the same procedure for all other settings. We will use the following settings for this sample setup: �Connector Type:   UTP�I/O Base Address: 300H�Interrupt Number: 5�Remote Boot:      Disable


After all settings have been determined. Hit [F2] to save the settings and a message box appears confirming settings have been saved. Hit [enter] and TE16XP setup program will reboot (warm boot) the computer. Remember to remove the floppy from drive A.


Wait until the computer boots up to Windows 95’s desktop.


(a) If there is a Network Neighborhood icon on the desktop, use your mouse and right-click on it. A pop-up menu appears. Select “Properties”. The Network dialog box appears.�(b) If there is no Network Neighborhood icon on the desktop, then click “Start” on the Task Bar, select “Settings”, “Control Panel”, double-click the “Network” icon. The Network dialog box appears.


Click on the “Add…” button, Select Network Component Type dialog box appears.


Select “Adapter”, click “Add….” button. Select Network Adapter dialog box appears.


Select “Novell/Anthem” under the Manufacturer list box.


Select “NE2000 Compatible” under Network Adapter list box and click “OK”. You are back on the Network dialog box. In addition to the NE2000 driver notice the following components are added as well by Windows 95:�Client for Microsoft Networks�Client for Netware Networks�IPX/SPX Compatible Protocol�NetBEUI


Select “NE2000 Compatible” entry in the Network Component list box and click on “Properties” button. NE2000 Compatible Properties dialog box appears.


Click on the “Resources” tab. You need to specify the Interrupt (IRQ) and I/O Address Range settings in step 11. 


Use the up/down arrow buttons to select the settings. For I/O Address Range, make sure the first number matches the card’s I/O setting. The second number will be automatically adjusted by Windows 95.


Click “OK” after the settings have been specified. You are back on the Network dialog box.


Click “OK” on the Network dialog box. Windows 95 asks for its CD or diskettes for copying additional systems files. Click “Yes” when Windows 95 asks if it is OK to reboot.�Note: Windows 95 might ask for Computer Name and Workgroup settings. Ask your network administrator for additional information.


Click on the “Start” button on the Task Bar, select “Settings” and then “Control Panel”. Double click on the “System” icon. System Properties dialog box appears.


Click on the “Device Manager” tab. View Devices by Type should be selected by default.


Double-click on the “Network Adapters” and double-click on the “NE2000 Compatible” entry. NE2000 Compatible properties dialog box appears.


If the Device Status reports “This device is working properly”, then you have successfully setup a TE-16XP card.





MORE INFORMATION





This article describes specific information about TE-16XP only. Please contact Microsoft for using Windows 95 network features.
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