


SOFTWARE INSTALLATION 

This section will lead you to install the driver and utility of the TEW-424UB on 
your Apple computer with Mac OS X 10.4/10.5. 

Before insert the TEW-424UB into USB port of your computer, please install 
the Utility Program first.  Make sure that the TEW-424UB is NOT inserted 
into the USB slot. 

Installation  

1. Insert the TEW-424UB Driver & Utility CD into Mac’s CD-ROM Drive 

 

2. Browse the TEW-424UB CD-ROM and go to the MAC OS X folder. 

 



3. Click the TEW-424UB_MAC_OS_X_1148.dmg, that is TEW-424UB 
driver/utility disk image file for Mac OS X. 

 

4. Browse the disk of TEW-424UB_MAC_OS_X.dmg then go to the MacOS10.4 
or MacOS10.5 folder which Mac OS X version installed on your Apple 
computer. 

 

5. Double click on the install.pkg to start the installation of the TEW-424UB 
driver/utility. 

 



6. Click “Continue” button. 

 

7. Click “Continue” button. 

 

8. Click “Continue” button. 

 



9. Click “Agree” button. 

 

10. Click “Install” button. 

 

11. Input your password then click “OK” button. 

 

12. The computer will restart when the installation is done, click “Continue 
Installation” start the software installation. 

 



13. When install successes, click “Restart” to reboot your computer. 

 

14. Insert the TEW-424UB on your Mac after it’s rebooted, you will found the 
“WLAN Client Utility” icon in the Dock menu. Click on the icon start the 
TEW-424UB configuration. 

 
Uninstall 

1. Double click on the Unistall.command start the un-installation of the TEW-
424UB driver/utility. 

 



2. Type in your password in Terminal windows then press “return/enter” key. 

 

3. Finish the dirver/utility un-installation. 

 

 



CONFIGURATION 

The TEW-424UB for Mac OS X driver/utility supports two operation mode, either 
Station mode or Access point mode, select the Station mode using the TEW-424UB 
on your computer to connect to an access point; Otherwise, select the Access point 
mode allow your computer to be a wireless access point with the TEW-424UB, 
wireless client can connect to this computer acting as an access point and then 
connect to the Internet. 

 
Station mode 

Link Status 

 

MAC Address: Showing the MAC address of the TEW-424UB 

SSID: Shows the current SSID, which must be the same on the wireless client and 
AP in order for communication to be established. 

BSSID: Shows the associated BSSID, which can be used to identify the wireless 
access point. 

Security: Shows the current encryption mode used on the wireless network. 

Connection: Shows the connection state either Connected or Disconnected. 

Network Type: Shows the current wireless mode used for wireless communication 
either Infrastructure or Adhoc mode. 

Channel: Shows the current channel for communication. 



Profiles 

The user can create and manage the created profiles for home, work or public areas. 

  

Add: Adds a profile. The following screen will appear. The user can enter the 
necessary information required for accessing Access Points or Wireless Router. 

Edit: View and edit the existing profile. 

Remove: Deletes the selected profile. 

Remove: Duplicate the selected profile. 

Apply: Selected a profile from list then click the Apply to connecting to the 
wireless network with the profile setting. 

Available Network 

This available network allows the user to scan for available wireless networks (ad-
hoc wireless clients and wireless access points). It also allows the user to establish 
wireless communications with an available wireless network. 

  



Refresh: Click the “Refresh” button to rescan for available networks. 

Connect: Select any one of the available wireless networks from list then click 
Connect button to establishing the wireless connection. 

Advanced Setting 

This available network allows the user to scan for available wireless networks (ad-
hoc wireless clients and wireless access points). It also allows the user to establish 
wireless communications with an available wireless network. 

  

Wireless Mode: Select one of the following: 
 802.11b - Select if you are using the 802.11b mode to connecting to wireless 

AP. 
 802.11g/b - Select if you are using both 802.11b/802.11g auto mode to 

connecting to wireless AP wireless clients. 
802.11b Preamble: Define the preamble type for 802.11b mode. 
QoS Mode: Enable/Disable the QoS function on the TEW-424UB. 
PSP Xlink Mode: Emable/Disable the PSP Xlink Mode on the TEW-424UB. 
Fragmentation Threshold: Type the fragmentation threshold in the text box. If 
packet transfer error rates are high, choose values between 256 and 2432 until 
packet transfer rates are minimized. (NOTE: set this fragmentation threshold value 
may diminish system performance). 
RTS Threshold: Type the RTS (Request-To-Send) threshold in the text box. This 
value stabilizes data flow. If data flow is irregular, choose values between o and 
2432 until data flow is normalized. 
Refresh: Click to restore to previous saved setting. 
Apply: Click to apply the new setting. 
Set Defaults: Click to restore to default setting. 



Access point mode 

General 

 

This screen shows the SSID, BSSID (MAC Address) and connected wireless client 
list information. 

Association Table: Shows the connected wireless LAN client in list. 

Refresh: Click to refresh the association table. 

Configure: Click to configure the TEW-424UB in AP mode. 

Configure 

 

This screen shows the SSID, BSSID (MAC Address) and connected wireless client 
list information. 

SSID: Type an SSID in the text box. The SSID of any wireless device must match 
the SSID typed here in order for the wireless device to access the LAN via the 
TEW-424UB in AP mode. 



Channel: Select a transmission channel for wireless communications. The channel 
of any wireless device must match the channel selected here in order for the 
wireless device to access the LAN and WAN via the WLAN Router.(When in FCC 
domain, you could chose ch1~ch11; in ETSI domain, you could chose ch1~ch13) 

Network Authentication:  The authentication type default is set to 
“OPEN_SYSTEM”.  There are four options: OPEN_SYSTEM, SHARED_KEY, 
WPA_PSK, WPA2_PSK. 

Data Encryption:  The data encryption type default is set to “No Encryption”, 
There are WEP encryption type for OPEN_SYSTEM and SHARED_KEY and 
TKIP or AES encryption type for WPA_PSK and WPA2_PSK. 

WEP for OPEN_SYSTEM and SHARED KEY 

 
Network key: Open System and Shared Key requires the user to set a WEP key 
to exchange data with other wireless clients that have the same WEP key. 
Key index: Select the WEP key index between 1 and 4. 
ASCII: Checked to set the key format in ACII. 



TKIP/AES for WPA_PSK and WPA2_PSK 

 
Network key: Open System and Shared Key requires the user to set a WEP key 



Limited Warranty 
 
TRENDnet warrants its products against defects in material and workmanship, under normal use and service, for the following lengths of time from 
the date of purchase.   
 

TEW-424UB Three years 
 
If a product does not operate as warranted above during the applicable warranty period, TRENDnet shall, at its option and expense, repair the 
defective product or deliver to customer an equivalent product to replace the defective item.  All products that are replaced will become the 
property of TRENDnet.  Replacement products may be new or reconditioned. 
 
TRENDnet shall not be responsible for any software, firmware, information, or memory data of customer contained in, stored on, or integrated with 
any products returned to TRENDnet pursuant to any warranty. 
 
There are no user serviceable parts inside the product.  Do not remove or attempt to service the product through any unauthorized service center.  
This warranty is voided if (i) the product has been modified or repaired by any unauthorized service center, (ii) the product was subject to accident, 
abuse, or improper use (iii) the product was subject to conditions more severe than those specified in the manual. 
 
Warranty service may be obtained by contacting TRENDnet office within the applicable warranty period for a Return Material Authorization (RMA) 
number, accompanied by a copy of the dated proof of the purchase.  Products returned to TRENDnet must be pre-authorized by TRENDnet with 
RMA number marked on the outside of the package, and sent prepaid, insured and packaged appropriately for safe shipment.   
 
WARRANTIES EXCLUSIVE: IF THE TRENDNET PRODUCT DOES NOT OPERATE AS WARRANTED ABOVE, THE CUSTOMER’S SOLE 
REMEDY SHALL BE, AT TRENDNET’S OPTION, REPAIR OR REPLACEMENT. THE FOREGOING WARRANTIES AND REMEDIES ARE 
EXCLUSIVE AND ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, EITHER IN FACT OR BY OPERATION OF LAW, 
STATUTORY OR OTHERWISE, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE. 
TRENDNET NEITHER ASSUMES NOR AUTHORIZES ANY OTHER PERSON TO ASSUME FOR IT ANY OTHER LIABILITY IN CONNECTION 
WITH THE SALE, INSTALLATION, MAINTENANCE OR USE OF TRENDNET’S PRODUCTS. 
 
TRENDNET SHALL NOT BE LIABLE UNDER THIS WARRANTY IF ITS TESTING AND EXAMINATION DISCLOSE THAT THE ALLEGED 
DEFECT IN THE PRODUCT DOES NOT EXIST OR WAS CAUSED BY CUSTOMER’S OR ANY THIRD PERSON’S MISUSE, NEGLECT, 
IMPROPER INSTALLATION OR TESTING, UNAUTHORIZED ATTEMPTS TO REPAIR OR MODIFY, OR ANY OTHER CAUSE BEYOND THE 
RANGE OF THE INTENDED USE, OR BY ACCIDENT, FIRE, LIGHTNING, OR OTHER HAZARD. 
 
LIMITATION OF LIABILITY: TO THE FULL EXTENT ALLOWED BY LAW TRENDNET ALSO EXCLUDES FOR ITSELF AND ITS SUPPLIERS ANY 
LIABILITY, WHETHER BASED IN CONTRACT OR TORT (INCLUDING NEGLIGENCE), FOR INCIDENTAL, CONSEQUENTIAL, INDIRECT, 
SPECIAL, OR PUNITIVE DAMAGES OF ANY KIND, OR FOR LOSS OF REVENUE OR PROFITS, LOSS OF BUSINESS, LOSS OF 
INFORMATION OR DATE, OR OTHER FINANCIAL LOSS ARISING OUT OF OR IN CONNECTION WITH THE SALE, INSTALLATION, 
MAINTENANCE, USE, PERFORMANCE, FAILURE, OR INTERRUPTION OF THE POSSIBILITY OF SUCH DAMAGES, AND LIMITS ITS 
LIABILITY TO REPAIR, REPLACEMENT, OR REFUND OF THE PURCHASE PRICE PAID, AT TRENDNET’S OPTION. THIS DISCLAIMER OF 
LIABILITY FOR DAMAGES WILL NOT BE AFFECTED IF ANY REMEDY PROVIDED HEREIN SHALL FAIL OF ITS ESSENTIAL PURPOSE. 
 
Governing Law:  This Limited Warranty shall be governed by the laws of the state of California. 
Note: AC/DC Power Adapter, Cooling Fan, Cables and Power Supply carry 1-Year Warranty 



 


