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SOFTWARE INSTALLATION

This section will lead you to install the driver and utility of the TEW-424UB on
your Apple computer with Mac OS X 10.4/10.5.

Before insert the TEW-424UB into USB port of your computer, please install
the Utility Program first. Make sure that the TEW-424UB is NOT inserted
into the USB slot.

Installation

1. Insert the TEW-424UB Driver & Utility CD into Mac’s CD-ROM Drive
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(ellx] &Ml -
DEVICES. , P70y

mmmmmmmmmmmmmm

Macintosn HD

2. Browse the TEW-424UB CD-ROM and go to the MAC OS X folder.
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3. Click the TEW-424UB_MAC_OS X 1148.dmg, that is TEW-424UB

driver/utility disk image file for Mac OS X.
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Browse the disk of TEW-424UB_MAC_0OS_X.dmg then go to the MacOS10.4
or MacOS10.5 folder which Mac OS X version installed on your Apple
computer.

TEW-424UB_MAC_O5_X_1148
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Double click on the install.pkg to start the installation of the TEW-424UB
driver/utility.
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6. Click “Continue” button.

OO0 i Install Wircless LISE 2.0 Adapter Dover

Welcome to the Wireless USE 2.0 Adapter Driver Installer
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9. Click “Agree” button.

To continue installing the software you must agree to the terms
of the software license agreement.

Click Agree to cantinue or click Disagree tn cance the installation
and quit the Installer.
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Read Licanse | (" Disagree ) [ Agree )

10. Click “Install” button.

a.nn @ Install Wirsless USE 2.0 Adapter Driver

Standard Install on “Macintosh HO™

© Introduction |

4 Read Me % This will take 1.9 MB of space on your computer.
@ License Click Inszall to perfiorm a standard Installation of
# Destination Select ¥ this software on the volume "Macintosh HD™.

¢ \

© Installation Type

(" Change Install Lacation )

{" Custamize { CoRack ) ( Install )

11. Input your password then click “OK” button.

Installer requires that you type your
- - password.

=t

Name: mac

Password: s
b Details

(?' _Cancel oK—)

12. The computer will restart when the installation is done, click
Installation” start the software installation.

- |~ Installing this software requires you to
*L restart your computer when the

*' J‘. installation is done. Are you sure you
RS want to install the software now?

"f_ Cancel \" ( Continue Installation \)

“Continue



13. When install successes, click “Restart” to reboot your computer.

AR e Insbaall Wireless USE 2.0 Adapter Driver

8 Introduction
© Read Me
# License

© Destination Select

 Installation Type Install Succeeded

© Installation

£ Summary 3 The software was successfully installed.

Click Restart to finish installing the software.

(R )

14. Insert the TEW-424UB on your Mac after it’s rebooted, you will found the
“WLAN Client Utility” icon in the Dock menu. Click on the icon start the
TEW-424UB configuration.

WLAN Client Utllity

Uninstall

1. Double click on the Unistall.command start the un-installation of the TEW-
424UB driver/utility.

I MarfX10.5 Driver11. =]
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2. Type in your password in Terminal windows then press “return/enter” key.

®00 Terminal — sudo — 80x24

Lost login: Thu Mov 13 18:87:43 on console
#Y0lunes/TEU-424UB_MAC_DS_%_1148/Mac0S16.5 DriverL148_UIL58/Uninstal L.command ;
exit;

Eddys-MacBook—Pro:~ mach /Yo lunes/TEW-424UB_MAC_0S_X_1148/Mac0518.5_Driver1148_U
1456/Untnstal L.conmand 5 sxit;

Fleass type the password of "root® to Uninstall ...
Uninstalling Script and Ubility ...

Passuord:

3. Finish the dirver/utility un-installation.

8no Terminal — 80x24

Last login: Thu Nov 13 11:56:85 on thysaea
Eddlys-HacBook—Pro:~ mach /Yo lunes,/TEW-424UB_MAC_0S_X_1148,/Mac0518.5_Driver 1148_U
1456/Uninstal L.conmand 5 sxit;

Please type the possword of "root” to Uninstall ...
Uninstalling Seript and Ubility ...

Passuord:

Uninstalling UI...

Renoving Driver...

Renoving Fkg

Renove profiles

Uninstall Complete.

logout

[Process conp leted]




CONFIGURATION

The TEW-424UB for Mac OS X driver/utility supports two operation mode, either
Station mode or Access point mode, select the Station mode using the TEW-424UB
on your computer to connect to an access point; Otherwise, select the Access point
mode allow your computer to be a wireless access point with the TEW-424UB,
wireless client can connect to this computer acting as an access point and then
connect to the Internet.

# WLAN Client Utility BLCEE Window
: = oo Station
- “*"

s Access point

Station mode

Link Status

MAC Address : 0018e73Zbb7e

1111111111

Channed -

Signal Strengt h: 100%

MAC Address: Showing the MAC address of the TEW-424UB

SSID: Shows the current SSID, which must be the same on the wireless client and
AP in order for communication to be established.

BSSID: Shows the associated BSSID, which can be used to identify the wireless
access point.

Security: Shows the current encryption mode used on the wireless network.
Connection: Shows the connection state either Connected or Disconnected.

Network Type: Shows the current wireless mode used for wireless communication
either Infrastructure or Adhoc mode.

Channel: Shows the current channel for communication.



Profiles

The user can create and manage the created profiles for home, work or public areas.

WLAN Client Litility

Link Status - Profiles  Available Network  Advanced Setting Information

Uefaun Frofie Name E
tast tmst

TREMDrer TRENDnet re
¢ TREMDnetG70 TRENDnetG?d Infrastructu: re
(add ) ( Fdit ) ( Remows ) ( Duplicate ) (" Apply )

Add: Adds a profile. The following screen will appear. The user can enter the
necessary information required for accessing Access Points or Wireless Router.

Edit: View and edit the existing profile.
Remove: Deletes the selected profile.
Remove: Duplicate the selected profile.

Apply: Selected a profile from list then click the Apply to connecting to the
wireless network with the profile setting.

Available Network

This available network allows the user to scan for available wireless networks (ad-
hoc wireless clients and wireless access points). It also allows the user to establish
wireless communications with an available wireless network.

WLAN Client Utility

! Link Status  Profiles | Available Network | Advanced Setting  Information |

Asso | SSID Channel Network Type  Encryption B55ID

TRENDnet670 nfrastructure  NO_ENCRYP... 00032f000... ;
weiwei 11 Infr: e WEP 001cf0f52aa8 || |
enid 11 Infr = NO_ENCRYP... 0013463cd... |||

Joseph Station 6 Infr: ure NO_ENCRYP. 000123456... |1}
orz 6 Infrastructure NO_ENCRYP. 001cfOfb521c || |
TRENDnet 6 Infrastructure  NO_ENCRYP... 0014d13fagfe :
APPLE 8 Infrastructure  WEP 020605121... |||

al
-1

( Refresh ) ( Connec t ) ( Add toProfile )




Refresh: Click the “Refresh” button to rescan for available networks.

Connect: Select any one of the available wireless networks from list then click
Connect button to establishing the wireless connection.

Advanced Setting

This available network allows the user to scan for available wireless networks (ad-
hoc wireless clients and wireless access points). It also allows the user to establish
wireless communications with an available wireless network.

WLAN Clicrit Utility

Link Status  Profiles  Available Network  Advanced Setting  Information

Wireless Mode:  80Z.11g/b ™|  802.11b Preamble Mode: Auto =l
QUS Mode: | Disable ™)

Wireless Mode: Select one of the following:
®802.11b - Select if you are using the 802.11b mode to connecting to wireless
AP.

@802.11g/b - Select if you are using both 802.11b/802.11g auto mode to
connecting to wireless AP wireless clients.

802.11b Preamble: Define the preamble type for 802.11b mode.
QoS Mode: Enable/Disable the QoS function on the TEW-424UB.
PSP Xlink Mode: Emable/Disable the PSP Xlink Mode on the TEW-424UB.

Fragmentation Threshold: Type the fragmentation threshold in the text box. If
packet transfer error rates are high, choose values between 256 and 2432 until
packet transfer rates are minimized. (NOTE: set this fragmentation threshold value
may diminish system performance).

RTS Threshold: Type the RTS (Request-To-Send) threshold in the text box. This
value stabilizes data flow. If data flow is irregular, choose values between o and
2432 until data flow is normalized.

Refresh: Click to restore to previous saved setting.
Apply: Click to apply the new setting.
Set Defaults: Click to restore to default setting.



Access point mode

General

S51Dc defaultAr

BSSID: 0018e732bbTe

Mar Address

| Refresh assoclation Table |

This screen shows the SSID, BSSID (MAC Address) and connected wireless client
list information.

Association Table: Shows the connected wireless LAN client in list.
Refresh: Click to refresh the association table.

Configure: Click to configure the TEW-424UB in AP mode.
Configure

Al Mode

TRENDnet

Channel : | G: 2437 MHz 13|

This network requires a key for the following :
Metwerk Authentication : | OPEN_SYSTEM 14|

Netwark key -

||||||||||

This screen shows the SSID, BSSID (MAC Address) and connected wireless client
list information.

SSID: Type an SSID in the text box. The SSID of any wireless device must match
the SSID typed here in order for the wireless device to access the LAN via the
TEW-424UB in AP mode.



Channel: Select a transmission channel for wireless communications. The channel
of any wireless device must match the channel selected here in order for the
wireless device to access the LAN and WAN via the WLAN Router.(When in FCC
domain, you could chose chl~ch11; in ETSI domain, you could chose chl~ch13)

Network Authentication: The authentication type default is set to
“OPEN_SYSTEM?”. There are four options: OPEN_SYSTEM, SHARED_ KEY,
WPA_PSK, WPA2_PSK.

Data Encryption: The data encryption type default is set to “No Encryption”,
There are WEP encryption type for OPEN_SYSTEM and SHARED KEY and
TKIP or AES encryption type for WPA_PSK and WPA2_PSK.

WEP for OPEN_SYSTEM and SHARED KEY|

Al Mode Cs i AI' Mode Confiqurati

ProfilaName: 0 Profile Nama

58I - TRFNDnet

Channel : | 6: 2437 MHz 18]

weR +

Network key : 1234567690 Network key : 1234567690
Confirm nemwork key : 1234567890 Confirm nemwork key : 1234567890

Key index (advanced): | 1 + Key index (sdvanced) - | 1 s )

ancel L.

Network key: Open System and Shared Key requires the user to set a WEP key
to exchange data with other wireless clients that have the same WEP key.

Key index: Select the WEP key index between 1 and 4.
ASCII: Checked to set the key format in ACII.



TKIP/AES for WPA _PSK and WPA2 PSK|

AR Mawde Confi

AP Mude Confis

Profile Name :

Profile Name :

55D : TRENDnet

AdHoc

Channel :
Wireless Metwurk Sevurity Pruperties.

This netwark requires a key far the follawing -

Netwark Authentication © | WPA_PSK L :]

58D : TRENDnet

Channel -
Wireless Mutwurk Sueurily Progerties

This netwark requires a key for the fallowing -

Matwork Authentication - | WPA_PSK L ]

Data Encryption = e a Datz Encryption : | aEs =
ASCH ASCH

Network key : 1234567590 Network key 1234567890

Confirm neowork key : 1234567590 J Confirm network key: | 1234567590

Key index Gadvane ed)

Key index (advanced)

ok ) [ Camn )

ok ) [ Cancel )

AP Mude Confi

AP Modr Confis

Profile Name :

Profile Name :

<8N - TARFNOnet

This r {AdHoc) network; worel
Channel : |6 2437 Miz_13)
Wireless Network Security Froperties

This netwerk requires a key for the following :

Network Authentication - | WPAZ_PSK -:]

S8In - TRFMMnet

Channel : | &: 2437 MHz '3-
Wireless Network Security Froperties
This network requires a key for the following =

Network Authentication - | WPAZ_PSK -:]

T {AdHoch networl

Dara Encryption : | TR g Data Encryption : | AES 5
ASC ASC

MNerwork key : 1234567890 Nerwork key : 1234567890

Confirm netwark key - | 12345678900 Confirm network key © | 1234567840

Koy index {advanced) :

Koy index (advanced) -

( ox ) (cancal )

L

{ cancol

Network key: Open System

and Shared Key requires the user to set a WEP key



Limited Warranty

TRENDnet warrants its products against defects in material and workmanship, under normal use and service, for the following lengths of time from
the date of purchase.

TEW-424UB Three years

If a product does not operate as warranted above during the applicable warranty period, TRENDnet shall, at its option and expense, repair the
defective product or deliver to customer an equivalent product to replace the defective item. All products that are replaced will become the
property of TRENDnet.  Replacement products may be new or reconditioned.

TRENDnet shall not be responsible for any software, firmware, information, or memory data of customer contained in, stored on, or integrated with
any products returned to TRENDnet pursuant to any warranty.

There are no user serviceable parts inside the product. Do not remove or attempt to service the product through any unauthorized service center.
This warranty is voided if (i) the product has been modified or repaired by any unauthorized service center, (ii) the product was subject to accident,
abuse, or improper use (iii) the product was subject to conditions more severe than those specified in the manual.

Warranty service may be obtained by contacting TRENDnet office within the applicable warranty period for a Return Material Authorization (RMA)
number, accompanied by a copy of the dated proof of the purchase. Products returned to TRENDnet must be pre-authorized by TRENDnet with
RMA number marked on the outside of the package, and sent prepaid, insured and packaged appropriately for safe shipment.

WARRANTIES EXCLUSIVE: IF THE TRENDNET PRODUCT DOES NOT OPERATE AS WARRANTED ABOVE, THE CUSTOMER'S SOLE
REMEDY SHALL BE, AT TRENDNET'S OPTION, REPAIR OR REPLACEMENT. THE FOREGOING WARRANTIES AND REMEDIES ARE
EXCLUSIVE AND ARE IN LIEU OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, EITHER IN FACT OR BY OPERATION OF LAW,
STATUTORY OR OTHERWISE, INCLUDING WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE.
TRENDNET NEITHER ASSUMES NOR AUTHORIZES ANY OTHER PERSON TO ASSUME FOR IT ANY OTHER LIABILITY IN CONNECTION
WITH THE SALE, INSTALLATION, MAINTENANCE OR USE OF TRENDNET'S PRODUCTS.

TRENDNET SHALL NOT BE LIABLE UNDER THIS WARRANTY IF ITS TESTING AND EXAMINATION DISCLOSE THAT THE ALLEGED
DEFECT IN THE PRODUCT DOES NOT EXIST OR WAS CAUSED BY CUSTOMER'S OR ANY THIRD PERSON'S MISUSE, NEGLECT,
IMPROPER INSTALLATION OR TESTING, UNAUTHORIZED ATTEMPTS TO REPAIR OR MODIFY, OR ANY OTHER CAUSE BEYOND THE
RANGE OF THE INTENDED USE, OR BY ACCIDENT, FIRE, LIGHTNING, OR OTHER HAZARD.

LIMITATION OF LIABILITY: TO THE FULL EXTENT ALLOWED BY LAW TRENDNET ALSO EXCLUDES FOR ITSELF AND ITS SUPPLIERS ANY
LIABILITY, WHETHER BASED IN CONTRACT OR TORT (INCLUDING NEGLIGENCE), FOR INCIDENTAL, CONSEQUENTIAL, INDIRECT,
SPECIAL, OR PUNITIVE DAMAGES OF ANY KIND, OR FOR LOSS OF REVENUE OR PROFITS, LOSS OF BUSINESS, LOSS OF
INFORMATION OR DATE, OR OTHER FINANCIAL LOSS ARISING OUT OF OR IN CONNECTION WITH THE SALE, INSTALLATION,
MAINTENANCE, USE, PERFORMANCE, FAILURE, OR INTERRUPTION OF THE POSSIBILITY OF SUCH DAMAGES, AND LIMITS ITS
LIABILITY TO REPAIR, REPLACEMENT, OR REFUND OF THE PURCHASE PRICE PAID, AT TRENDNET'S OPTION. THIS DISCLAIMER OF
LIABILITY FOR DAMAGES WILL NOT BE AFFECTED IF ANY REMEDY PROVIDED HEREIN SHALL FAIL OF ITS ESSENTIAL PURPOSE.

Governing Law:  This Limited Warranty shall be governed by the laws of the state of California.
Note: AC/DC Power Adapter, Cooling Fan, Cables and Power Supply carry 1-Year Warranty



TRENDNET

Product Warranty Registration

Please take a moment to register your product online.
Go to TRENDnet's website at http:/ /www.trendnet.com/ register
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