


Release Note

Release History:
** Router firmware v3.00B0017 – January 21, 2008 ** (For Isreal only)
· Change the built_time format for Chinese Linux to build fw

· Fix bug : When setting WAN Connection as PPTP , it will hang up
** Router firmware v3.00B0016 – January 8, 2008 **
· Revise f/w version to 3.00B0016(display the version 3.00 in Device Information web page).

· Fix Israel pptp pass-through issues
** Router firmware v3.00B0015 – January 7, 2008 **
· Revise f/w version to 3.00B0015(display the version 3.00 in Device Information web page).

· Fix the bug that firmware upgrade will fail from old version (build 006) to new version (build 014 version)

· Include the patch of v1.0 SDK, please check the detail in readme-patch file in patch directory. 

** Router firmware v3.00B0014 – December 28, 2007 **
· Revise f/w version to 3.00B0014(display the version 3.00 in Device Information web page).

· Modify the display for WAN status when WAN port try to connect

· Fix the bug that PPTP can not connect when PPTP server include No Encryption option

· Reduce the time duration for PPTP connection

· Include the patch of v1.0 SDK, please check the detail in readme-patch file in patch directory. 

** Router firmware v3.00B0011 – December 17, 2007 **
· Revise f/w version to 3.00B0011(display the version 3.00 in Device Information web page).

· Modify Model name for default value

· Fix the bug that the Virtual Server setting will fail if private port and public port are different for the application is no ALG issue. 

· Include the patch of v1.0 SDK, please check the detail in readme-patch file in patch directory. 

** Router firmware v3.00B0010 – November 30, 2007 **
· Revise f/w version to 3.00B0010(display the version 3.00 in Device Information web page).

· Modify Device Information for UPnP   

· Modify WEB GUI (remote management and virtual server page) to check port range conflict.

· Fix the bug that the 2nd (and later) port range does not take effect in Special AP.

· Modify WEB GUI (URL blocking page), when user like to disable url blocking, it will not add a empty entry.

· Fix the bug that dynamic route issue in bug report id 19.

· Fix the bug that SMTP authentication fail.

· Modify the WEB GUI (time page), it will not accept the null ntp server if automatic mode is enabled.

· Reduce the retry time for dns query. 

· Fix the bug that RU PPPoE issues in bug report id 11, 10, 9.

· Fix the bug that RU PPTP issues in bug report id 8, 7, 6.

· Modify the WEB GUI for L2TP, PPTP, RU PPTP, it will not accept the null setting in server ip.

· Modify WEB GUI for the check rule in idle time setting in WAN connection(PPPoE, PPTP, L2TP, RU PPPoE, RU PPTP), the max idle time is 1092 minutes.

· Fix the bug that PPPoE connect issue in bug report id 3.

** Router firmware v3.00B0008 – September 7, 2007 **
· Revise f/w version to 3.00B0008(display the version 3.00 in Device Information web page).

· Modify Ethernet deriver for rtl8306 switch init setting 

· Add support Russian PPPoE and PPTP  

** Router firmware v3.00B0007 – August 20, 2007 **
· Revise f/w version to 3.00B0007(display the version 3.00 in Device Information web page).

· Modify the default value of LAN IP address in LAN Help web page 

· Add support new PureNetwork test tool

** Router firmware v3.00B0006 – July 31, 2007 **
· Revise f/w version to 3.00B0006(display the version 3.00 in Device Information web page).

· Update the .gif files: bg_wizard_2.gif, description.gif
· Update the default setting: LAN IP 192.168.10.1; DHCP address pool :192.168.10.101~200

· Add MP function for WPS

** Router firmware v3.00B0005 – July 20, 2007 **
· Revise f/w version to 3.00 in Device Information web page 

** Router firmware v3.00B0005 – July 13, 2007 **
· Revise f/w version to 3.00B0005.

· Fix the bug that display chklst.txt by browser

· Remove the step “Set Password” from wizard

· Fix the bug that daylight saving function fail

· Add the check for Static DHCP setting (UI), if the ip address is not in the range of DHCP address pool

· Add the check for the settings as below:

1. Static DHCP IP address

2. DMZ Host IP address

3. Virtual Server IP address

4. Static Route Network address, Gateway address (for the entry on LAN, if the network address is the same subnet as lan ip address originally.)

5. IP filter start and end address

6. Syslog server IP address if the ip address is the same subnet as lan ip address originally.   

if lan subnet was modified, then the settings as given will be update.

** Router firmware v3.00B0004 – June 15, 2007 **
· Revise f/w version to 3.00B0004.

· Fix the bug that pptp mppe can dial-up always even the pptp server is set in 40bits encryption "only", or 128bits encryption "only"
· Fix the bug that wizard page 1 does not include the step of set password
· Fix the bug that the route entry is not consistency between static route setting and route table
· Fix the bug that static route setting web page can not accept network address 0 in 4th range of ip address  
· Fix the bug that wizard function fail
· Fix the bug that load invalid firmware file without error message
· Fix the bug that load setting fail, the "Back" link can not back
· Remove help of gaming mode, add help for ident, pptp, ipsec in remote management web page
· Remove help of setup wizard in Settings web page
· Fix the bug that restart can not function
· Fix the bug that wan type setting will be shared in different wan type
· Fix the bug that pppoe manual connect issue from device info web page
· Fix the bug that DDNS web page display issue
· Remove clear button in wlan security web page
· Clear default value of NTP server
· Fix the bug that can not accept domain name of ntp server from web page
· Fix the bug that Daylight saving can not function

· Fix the bug that show extra information from route table
· Fix the bug that URL blocking can not block ipaddress
· Fix the bug that ip filter can not filter single ip address
· Fix the bug that wlan auth information is not correct in device info web page
· Fix the bug that ESSID , SSID, wording is not identical in wizard wlan page and wlan basic page
· Modify MAC address display in 1 row in lan, wan dhcp, wan big pond web page

· Add help of transmit power and remove the description of basic rate in wlan advance web page
· Add PPTP and Bigpond help in wan web page
· Fix the bug that run BT for long time test will cause file system error
· Fix the bug that system re-init will out of memory in pptp setting
· Fix the bug that dns ip display issue in device info web page when wan is ppp type

· Fix the bug that pppoe, pptp, l2tp, can not accept null char in server name/ip, service name, username, password 

· Fix the bug that ddns setting can not accept null char in hostname, username, password
· Fix the bug that pptp count for igd
· Fix the bug that ping long packet issue when the RTS and freg threshold has been adjusted when STA is Intel PRO/2200BG

· Fix the bug that hostname will be clear after wizard setting finished
· Fix the bug that pppoe call on demand can not display ip address in web page
· Fix the bug that wlan txrate setting is wrong in 6,9,11Mbps
** Router firmware v3.00B0003 – May 8, 2007 **
· Revise f/w version to 3.00B0003.

** Router firmware v0.20 – May 3, 2007 **
· Add L2TP client

· Add IDENT

· Complete full features for EasyGo

· Fix the problem that WAN can’t set DNS manually

· Fix the bug that can’t update and delete for static route

· Fix the bug of hyper-link in web help

· Fix the problem that DHCP client may not be able to get IP address in WAN interface

· Fix the bug that other than allow PCs could still go to Internet when MAC filter is enabled

· Fix the bug that it could not update, delete and function when firewall-rule is applied

· Fix the bug that trigger port is not working

· Fix the bug that remote management is not working when set IP address in a range

· Fix the bug that it could not delete table entry for default virtual server

· Fix the bug that it will not be able to filter UDP in ‘Protocol Filter’
· Fix the problem that it will still display previous DHCP lease table when DHCP server is disabled

** Router firmware v0.10 – April 16, 2007 **

First Release

** Boot code v1.0 –April 12, 2007**

First Release.
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