Firmware Upgrade

Important Note: If you are upgrading from an older firmware version to version 2.1.1 or above, please do NOT use
Internet Explorer (Version IE8 or IE9) to upgrade the firmware. Use Internet Explorer 7 or Firefox 7 to upgrade to
firmware version 2.1.1 or above. Firmware version 2.1.3 fixes compatibility issues with browsers IE8 & IE9.

1. Connect one end of an Ethernet cable into the TEW-455APBO

2. Connect the other end of the Ethernet cable to P+DATA OUT or PoE port on the PoE injector.

3. Connect another Ethernet cable on the Data In or LAN port of the PoE injector.

4. Connect the opposite end of the Ethernet cable to your computer or laptop network adapter

5. Connect the power cord into the PoE injector and plug in to power outlet

6. Verify the TEW-455APBO LEDs (PWR, LAN, WLAN) are on

7. Statically assign your computer or laptop network adapter IP address with 192.168.10.123 and a subnet mask of
255.255.255.0

8. Open a web browser and type 192.168.10.100

9. When the below screen appears type “root” for both User name and “rootpassword

['conn_eq - 192.1@.10.1@'-_@\ ]

(":‘:\,'\i}

The server 192.168.10. 100 at TEW-455APBO requires a
username and password.

Warning: This server is requesting that your username and
password be sent in an insecure manner (basic authentication
without a secure connection).

User name: [ 44 v
Password:

[|Remember my password

[ OK ][ Cancel ]

10. The TEW-455APBO user interface should appear, go to Administrator > Firmware Upgrade
11. Click Browse and select the update firmware file and press OK. Click Upgrade
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12. Wait till firmware upgrade completes (400+ seconds countdown timer appears)

13. Once the firmware upgrade process completes, verify the upgrade by clicking on System and verify that AP
Mode, WDS Mode and CPE Mode settings only appear. You can verify the firmware version on the Status page.
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