TEW-652BRP Firmware Release Note 

Firmware: v2.00 Build: 0045
Hardware: 2.0R
Firmware Version: ver2.00b45 
Firmware Date: Mon, 13 Jun 2011 
KERNEL: 2.6.x, SDK: 2.0, Build: 0034, Date: Wed, 16, Mar, 2011 
Application: 2.0, Build: 1451, Date: Tue, 04, May, 2010 
WLAN Version: 1.0, Build: 0002, Date: Wed, 16, Mar, 2011
CheckSum: 0x062F896A
Problems Resolved :

1.Resolved TFTP security vulnerability. 

TEW-652BRP Firmware Release Note 

Firmware: v2.00 Build: 0044
Hardware: R1
Firmware Version: ver2.00b44 
Firmware Date: Fri, 08 Apr 2011 
KERNEL: 2.6.x, SDK: 2.0, Build: 0034, Date: Wed, 16, Mar, 2011 
Application: 2.0, Build: 1451, Date: Tue, 04, May, 2010 
WLAN Version: 1.0, Build: 0002, Date: Wed, 16, Mar, 2011
CheckSum: 0x062FABA3
Problems Resolved :
1. Change text "E-mail Logs" to "When Log is full" in Log Settings page.
2. Set wireless security default setting to "PSK,AES" when authentication type selected is "WPA" or "WPA2" or "WPA-AUTO".
3. Fixed text display issue on Help page.
4. Fixed router obtains an IP address that is in a different subnet than DNS, PPTP/L2TP will NOT connect by using FQDN server name.
5. Fixed update ddns ip fail when the NTP function is enabled.
6. Fixed incorrect button text in login failed page.
7. Fixed incorrect text in domain blocking page.
8. Fixed "two static item" text in routing table page.
9. Fixed "Update" button in static DHCP does not check for duplicated "MAC Address" entries in static DHCP table.
10. Fixed buttons should be labeled “Release” and “Renew” in Status page.

11. Fixed Enable “Only Allow” when there is no MAC address is configured in the table. Fixed message text in pop-up warning message.
12. Update wireless LAN driver to fix device crash when two wireless client connect to router and download via bittorrent.
13. Model name is incorrect on title of pages of the graphical interface.

14. DHCP connection button has incorrect text on status.asp
15. DHCP client will send request for packets very often when lease time is configured to a low value.
16. GUI will freeze up when logging for some client PCs.

17. Router WAN port 0 and 1 are closed, not Stealth. Ports 0 & 1 set to stealth.
Firmware: v2.00 Build: 0036

Hardware: R1
Date: Mon, 28 June 2010
Firmware Version =
2.00, Build=36, Date=Mon, 28, June, 2010 

KERNEL = 

2.6.x, SDK: 2.0, Build: 0031, Date: Mon, 14, June, 2010
Application =

2.0, Build: 1451, Date: Tue, 04, May, 2010
WLAN Version =
1.0, Build: 0001, Date: Thu, 15, Jan, 2009
Checksum =

0x06383994
Problems Resolved:
Corrected remote management and ping WAN port stop working after adding firewall rule.

Fixed IP/Protocol filter rule does not apply to computers that are in the “MAC Filter’s” “only allowed” list.

Resolved manual dial does not work with some ISP when using PPTP connection type.

Fixed remote management login admin/user privilege. 

Improved UPnP compatibility when using “Intel Device Spy” tool.
Firmware: v2.00 Build: 0032

Hardware: R1
Date: Fri, 21 May 2010
Firmware Version =
2.00, Build=32, Date=Fri, 21, May, 2010 

KERNEL = 

2.6.x, SDK: 2.0, Build: 0029, Date: Fri, 21, May, 2010
Application =

2.0, Build: 1451, Date: Tue, 04, May, 2010
WLAN Version =
1.0, Build: 0001, Date: Thu, 15, Jan, 2009
Checksum =

0x0635739E
Problems Resolved:
Reduces wireless and Internet connection interruptions when wireless clients joining/leaving the network
Fixed "web configuration page does not display completely with some anti-virus programs’ “web-shield” function".

Corrected “router always emails log after rebooting” (with firmware 1.01.11).

Firmware: v2.00 Build: 0028

Hardware: R1
Date: Fri, 12 Mar 2010
Firmware Version =
2.00, Build=28, Date=Fri, 12, Mar, 2010 

KERNEL = 

2.6.x, SDK: 2.0, Build: 0024, Date: Fri, 26, Feb, 2010
Application =

2.0, Build: 1385, Date: Fri, 05, Mar, 2010
WLAN Version =
1.0, Build: 0001, Date: Thu, 15, Jan, 2009
Checksum =

0x06364AE5

Problems Resolved:
Wireless and Internet connection stability.

Updated Dynamic DNS client
Corrected the Newfoundland time zone.
Web configuration page shows error when configuring with Vista computer.
WAN port in L2TP mode, the Server IP filed must have a valid IP address.
WAN port in PPTP mode with MPPE enable connection failed.
Add Multicast Stream enabled/disabled option in the “Management” setup page.
Wireless connection issue when setting the security to WPA/WPA2 EAP
Known Bug:

Some anti-virus software’s web-shield feature may stop configuration from displaying completely.

TEW-652BRP Firmware Release Note 
Firmware: v2.00 Build: 0022

Hardware:R1
Date: Thu, 12 Nov 2009

Firmware Version =
2.00, Build=22, Date=Thu, 12, Nov, 2009 

KERNEL = 

2.6.x, SDK: 2.0, Build: 0020, Date: Fri, 30, Oct, 2009
Application =

2.0, Build: 1259, Date: Wed, 11, Nov, 2009
WLAN Version =
1.0, Build: 0001, Date: Thu, 15, Jan, 2009
CheckSum =

0x0637C970
Problems Resolved:
Resolved MAC address issue with static DHCP

Improved wireless performance

Resolved DDNS feature and IPSec pass through issues

TEW-652BRP Firmware Release Note 
Firmware: v2.00 Build: 0016

Hardware:R1
Date: Wed, 23 Sep 2009

Firmware Version =
2.00, Build=16, Date=Wed, 23, Sep, 2009 

KERNEL = 

2.6.x, SDK: 2.0, Build: 0018, Date: Mon, 17, Aug, 2009
Application =

2.0, Build: 1193, Date: Tue, 22, Sep, 2009
WLAN Version =
1.0, Build: 0001, Date: Thu, 15, Jan, 2009
CheckSum =

0x060D0A5F
Problems Resolved:
-Improved Wireless performance

-Display 4 WEP key options with WPS enabled

-Improved PPtP and L2tP performance

-Enhanced Firewall and Special Application page 

-Enhanced logging page and features

=================================================================
TEW-652BRP Firmware Release Note 
Firmware: v2.00 Build: 0006

Hardware:R1
Date: Thu, 23 Apr 2009

Firmware Version =
2.00, Build=06, Date=Thu, 23, Apr, 2009 

KERNEL = 

2.6.x, SDK: 2.0, Build: 0012, Date: Fri, 17, Mar, 2009
Application =

2.0, Build: 0979, Date: Wed, 22, Apr, 2009
WLAN Version =
1.0, Build: 0001, Date: Thu, 15, Jan, 2009
CheckSum =

0x0608D49E
Initial Release






