
UFirmware Upgrade Procedures 

1. Save the downloaded firmware file to your PC 
2. Double click “Easy Firmware Upgrade utility” to install the firmware update utility.  

 
3. Click Next to start installation process.  

 
4. Once completed click Close to exit installation.  

 
5. Click on TEW-658 Easy Firmware Upgrade under the TRENDnet folder in your Windows Start 

Menu.  

 
6. Once the utility opens you will need to enter your TEW-658BRM settings if you have changed 

the default settings. Enter the path of the updated firmware file (.bin) in the Image Path section. 



 
Default Settings: 
Product IP: 192.168.10.1 
Username: admin 
Password: admin 

7. Click on “Fw Upgrade” to start the firmware upgrade procedure. 
8. Once the firmware upgrade is completed the status will indicate the process is completed. You 

can close the utility window once it is completed.  

         
9. Log back into the TEW-658BRM to verify the firmware version and enter your login information. 

Click Login.  

 
10. On the top right corner you will see the firmware version currently installed on your TEW-

658BRM.  

 
11. To finalize the firmware update process you must reset the TEW-658BRM to factory default 

settings.  Click the Restore button located on the Maintenance > Configuration Backup/Restore 
page 
 



 
12. Once the TEW-658BRM is set back to factory settings you will need to reconfigure the unit.  

 


