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  1. Avant de commencer

?

?USB Port: 2.0 ou 1.1

?Espace sur le disque dur: 4MB ou supérieur

Lecteur de CD-ROM 

Contenu de l'emballage

Vérification de l'équipement

?

?Pilote sur CD-ROM 

?Guide d'installation rapide en plusieurs 
langues

?1 câble téléphonique RJ11

TFM-561U 

SE supportés CPU Mémoire

Windows 7 (32/64-bit)

Windows Vista (32/64-bit)

Windows XP (32/64-bit) / 
2000

1GHz ou supérieur

800MHz ou supérieur

300MHz ou supérieur

1GB RAM ou supérieur

512MB RAM  ou supérieur

256MB RAM  ou supérieur



3. Insérez le CD-ROM avec le pilote dans votre 
lecteur de CD-ROM.

2. Lorsque l'Assistant nouveau matériel 
détecté ou l'Assistant ajout de nouveau 
matériel détecté apparaît, cliquez sur 
Supprimer (Windows Vista/XP/2000).
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  2. Procéder à l'installation 

Important!
N'INSTALLEZ PAS le TFM-561U dans l'ordinateur avant qu'on ne vous le demande.

1. Enlevez le couvercle du TFM-561U USB et 
branchez le modem à un port USB 2.0 ou 1.1 
disponible de l'ordinateur.

4. Cliquez sur Run Setup.exe
(Windows 7/Vista uniquement).
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6. Cliquez sur OK.

7. Cliquez sur Install this driver software 
anyway (Installer le pilote de ce logiciel de 
toute façon). (Windows 7/Vista).

8. Cliquez sur Continue Anyway 
(Continuer malgré tout). (Windows XP).

5. Cliquez sur Installer le driver, puis 
sélectionnez votre système d'exploitation.

9. Cliquez sur Yes (Oui). (Windows 2000). 
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L'installation est maintenant complète
Si vous désirez des informations détaillées sur la configuration et les paramètres avancés 
du TFM-561U, veuillez consulter la rubrique Dépannage, le guide de le pilote sur 
CD-ROM ou le site Internet de TRENDnet sur http://www.trendnet.com.

TREND

Enregistrez votre produit
Afin d’être sûr de recevoir le meilleur niveau de service clientèle et le meilleur support 
possibles, veuillez prendre le temps d’enregistrer votre produit en ligne sur: 
www.trendnet.com/register Nous vous remercions d’avoir choisi net.

11. Cliquez sur Quitter.

12. Branchez un câble téléphonique entre le 
modem et la prise du téléphone.

10.  OK.Cliquez sur



1. 

1. 

1. 

I inserted the Driver CD-ROM into my computer's CD-ROM Drive but the installation menu 
does not appear automatically. What should I do?

For Windows 7, if the installation menu does not appear automatically, click on the 
Windows Icon on the bottom left hand corner of the screen,, click the “Search programs 
and files” box, and type D:\setup.exe, where “D” in “D:\setup.exe” is the letter assigned to 
your CD-ROM Drive, and then press the ENTER key on your keyboard.

2. For  Windows Vista, if the installation menu does not appear automatically, click Start, click 
the Start Search box, and type D:\setup.exe where "D" in "D:\setup.exe" is the letter 
assigned to your CD-ROM Drive, and then press the ENTER key on your keyboard.

3. For Windows XP/2000, if the window does not appear automatically, click Start, click Run 
and type D:\setup.exe where “D” in “D:\setup.exe” is the letter assigned to your CD-ROM 
Drive, and then press the ENTER key on your keyboard.

2. I inserted the modem into my computer's USB port and my computer does not detect the 
modem? What should I do?

Make sure the computer meets the minimum system requirements as shown at the 
beginning of this quick installation guide. 

2. Verify that the modem is properly inserted in the computer's USB port. 
3. Connect the modem into a different USB port.

3. After successful installation of the TFM-561U, I tried to connect to the Internet but I do not 
get a dial tone. What should I do?

1. Unplug the telephone wire from the computer, and check for a dial tone by connecting the 
telephone cable directly from the wall outlet to a telephone. If there is no dial tone, then 
the problem is in your telephone cable or telephone system. Call your telephone service 
provider for assistance. If there is a dial tone, reconnect the cable to the modem and verify 
that the telephone cord is securely connected to the modem and phone jack.  

2. Make sure you are connecting the modem into an analog phone line. The modem will not 
work with a digital phone line.   

3. Contact your ISP and verify all the information that you have in regards to your Internet 
connection settings is correct.

4. Do I need to install the Netwaiting (Modem on Hold) or Classic Phone Tools software 
programs?

The Netwaiting or Classic Phone Tools software programs are not required to operate the 
modem. To use Netwaiting, please refer to the user's guide included on the Driver CD-ROM.   
To use Classic Phone Tools, open the program and click on the Help button.

If you still encounter problems or have any questions regarding the TFM-561U, please refer to the 
User's Guide included on the Driver CD-ROM or contact TRENDnet's Technical Support 
Department.
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