
TK-803R/TK-1603R Firmware Upgrade Procedure 
Note:  

1)  TK-803R is used for the below procedure.  The procedure is the same for the TK-1603R. 
2) Do not interrupt the connection while upgrading the firmware. 

 

Firmware Upgrade 

1. Download and unzip the firmware file from www.trendnet.com.  Save the firmware on your 
computer. The firmware file contains the FirmwareUpgrader Utility and the firmware name ends 
with *.uni.  
 

2. Directly connect the Monitor, Keyboard and Mouse into the computer that you save the 
firmware files.  
 

3. Connect the power adapter into your KVM Switch.  

 
 

4. Connect one end of the KVM Cable (e.g. TK-CU06) into “Computer 1” port of the KVM 
Switch.  Make sure to connect the end of the KVM Cable with the black VGA connector. 

 



5. On the other end of the KVM Cable, connect the USB cable into the computer.  DO NOT 
CONNECT the VGA Cable of the KVM switch into the computer.  
 

 
 

6. Press the “Computer 1” button on front of the KVM switch until you hear two beeps.  
This will set the KVM switch to firmware upgrade mode.  
 

 
 

7. Double click the FirmwareUpgrader2.12.exe to run the utility.  

 
 



8. The utility screen will pop up.  

 
 

9. Click Read KVM to check the firmware version.  

 
 

10. Click the Folder icon.  

 
 
 
 
 
 
 
 
 



11. Locate the firmware folder you downloaded and select the firmware file. Click Open  

 
 

12. The utility will show the firmware file.  Click Upgrade to upgrade the firmware.  

 
 

13. The progress bar will show the firmware upgrade status.  

 
 



14. Click OK to finish the firmware upgrade.  

 
 
 

15. Click Read KVM to check the firmware version 

 
 

The firmware upgrade is now completed.  


