
UFirmware Upgrade Procedure 

1. Save the downloaded firmware file (.zip) to your PC 

2. Right click on the downloaded file and select Extract All or Extract Here option 

a. Make sure to remember the location where the extracted file will be saved. 

3. Log into to the switch configuration page  

Default URL/IP address http://192.168.10.200  

Default User Name: admin Default Password: admin 

 

Standard GUI Mode 

• Navigate to the Management section in the left navigation, click on Firmware, and click on Firmware 

Upgrade and select the HTTP option. 

• Click Browse or Choose File and select firmware file (.bix) from the extracted files and click the Apply button 

to start the firmware upgrade process. Please wait for the firmware upgrade process to complete. A 

message will appear indicating that the firmware upgrade was successfully and will prompt for device 

reboot. Click Yes or OK to continue with the device reboot. 

 
 

 

Surveillance GUI Mode 

• Click on Tools in the top left menu and under Firmware Upgrade & Backup, click Upgrade from HTTP/TFTP. 

 
• Select the HTTP option, click Browse or Choose File and select firmware file (.bix) from the extracted files 

and click the Apply button to start the firmware upgrade process. Please wait for the firmware upgrade 

process to complete. A message will appear indicating that the firmware upgrade was successfully and will 

prompt for device reboot. Click Yes or OK to continue with the device reboot. 

  

http://192.168.10.200/

