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Setup Wizard

This section describes the how to setup a camera using the Setup Wizard. To install the Setup
Wizard on a system running Windows, launch the Setup Wizard on the installation CD-ROM and
follow the setup instructions. Once the software is installed, the Setup Wizard utility is ready for
use.

Launching the Setup Wizard

To launch the Setup Wizard, click Start > Programs > TRENDnet > Setup Wizard > Setup
Wizard.

Setup Wizard- Install Your Camera

@ TReNDneT e

Install Your Camera

Flease connect a RJ-45 network cable from a Switch/Router to the LAN port of the camera and connect
the AC Power Adapter to the camera.

= Connect the camera to your LAN using the provided RJ45 cable.
= Connect the AC Power Adapter to the back of the camera and to a live power socket.

= Click Next to continue.



Setup Wizard- Select Your Camera

The following screen appears showing the cameras that have been found on your network:

@ TRENDNET e

Select Your Camera

Please select a camera in the camera list then click "Mext" or try link itwith web browser. If you can't
find specified camera, please check your cameara's wire link then click "Re-scan” again.

MNarme IP Address Model MAC
Ty-IP512F 3.87.2 TW-IFS12F 00140141

= Click on the camera you want to configure.

= Click Next to continue.



Setup Wizard- Authentication

On the following screen type in the ID and Password that you will use to configuring the camera
settings:

@ TRENDNET Setup Wizard

Authentication

Flease enter ID and password to verify authorization for setting up camera. Click button "MNext" to check.
Or click button "Previous" to select another camera.

[B]

|a|:|min

Password
|o.... (Default: admm)

The Wizard will help you to discover if there is a DHCP server in your
network environment, so please click the "Unblock" button if you see a -
Windows Security Alert dialog. -

Previous

= Type a User ID in the ID field.
= Type the password of the User in the Password field.

= Click Next to continue.



Setup Wizard- Change Password

The following screen allows you to change the default admin password:

@ TRENDnET .

Change Password
You can change the password here to secure your camera from being accessed by others. Leave the

checkbox unchecked to skip this step.
I~ Change Password

MNew Password

Confirm Password

Carry out the following if you want to change the admin password:
= Tick the Change Password checkbox

= Type in a New Password in the New Password field and confirm it in the Confirm
Password field

= Click the Next button to proceed to the next Setup window

If you don’t want to change the admin password, leave the checkbox un-ticked and click Next.



Setup Wizard- Select a Connection Option
The following window allows you to specify the connection method used by your camera network.

Click the radio button of the network environment your camera is connected to. The available
options are:

= PPPOE
= DHCP
= Fixed IP

@ TRENDNET Setup Wizard

Select a Connection Option

Please select the connection option by your camera network environment. If you don't know how to
choose, leave the option selected as default.

© PPPoE (Selectthis option if your camera is directly connected
to a DSL Modem and your ISP requires a FPFoE
authentication to the Internet.)

* DHCP (Selectthis option if your camera is connected to a
router and DHCP is enabled )

T Fixed P {Select this option if your camera is directly connected
to a DSL Modem and your ISP has supplied you with a
fixeed IP for your Internet connection )




Setup Wizard- Select a Connection Option- PPPoE

If your connection method is PPPoE, click the PPPoE radio button and click Next:

@ TRENDnET .

Select a Connection Option

Flease select the connection option by your camera network emvironment. If you don't know how to
choose, leave the option selected as default.

FPPoE (Selectthis option if your camera is directly connected
to a DSL Modem and your ISP reqguires a PPPoE
authentication to the Internet )

T DHCP  (Selectthis option if your camera is connected to a
router and DHCP is enabled )

© Fixed P [Selectthis option if your camera is directly connected
to a DSL Modem and your ISP has supplied you with a
fixed IP for your Internet connection.)

The following window appears:

@ TRENDNET Setup Wizard

Authentication for PPPoE Connection

Please enter username and password while ensuring that your camera is directly attached to your
modem. Click button "MNext" to continue setting up. Or click button "Previous” to select another
network environment.

User Mame

Password

Confirm Password

Gopyright © 2008 THENDnet. All Hights He:

=  Type the User Name used to connect to your PPPoE connection in the User Name field.

=  Type the Password of the PPPoE User Name in the Password field and confirm it in the
Confirm Password field.

= Click Next to proceed to the next setup window.



Setup Wizard- Select a Connection Option- DHCP
If your connection method is DHCP, click the DHCP radio button and click Next:

@ TRENDNET .

Select a Connection Option

Flease select the connection option by your camera network emvironment. If you don't know how to
choose, leave the option selected as default.

© PPPoE (Selectthis option if your camera is directly connected
to a DSL Modem and your ISP requires a PPPoE
authentication to the Internet )

* DHCP  (Selectthis option if your camera is connected to a
router and DHCP is enabled )

© Fixed P [Selectthis option if your camera is directly connected
to a DSL Modem and your ISP has supplied you with a
fixed IP for your Internet connection.)

Previous




Setup Wizard- Select a Connection Option- Fixed IP

If your connection method is Fixed IP, click the Fixed IP radio button:

@ TRENDNET Setiin Wizard

Select a Connection Option

Flease select the connection option by your camera network emvironment. If you don't knowe how to
choose, leave the option selected as default.

© PPPoE (Selectthis option if your camera is directly connected
to a DSL Modem and your ISP requires a PPPoE
authentication to the Internet )

© DHCP  (Selectthis option if your camera is connected to a
router and DHCP is enabled )

“ Fixed P [Selectthis option if your camera is directly connected
to a DSL Modem and your ISP has supplied you with a
fixed IP for your Internet connection )

The following window appears:

@ TRENDNET Setiin Wizard

Network Configuration

Please input correct information. You can click button "Auto” to let IP camera configured automatically.
Click button "Next" to continue setting up.

IP Address |1D.?3.8?.2

Subneat Mask |255.D.D.D

Default Gateway |1D.1 1.254

Frimary DNS I112.4B.2.4

Secondary DNS |112.48.2.5

Copyright © 2008 TRENDnex. All Fights A

= Type in the IP Address, Subnet Mask, Default Gateway, Primary DNS Server IP address
and Secondary DNS Server IP Address in the appropriate fields.

= Click Next to proceed to the next setup window.




Setup Wizard- Other Settings

The following window allows you to configure additional camera settings:

@ TReNDnET .

Other Settings

You can have a name for the camera. And you can also adjust the camera's clock
by input the current time on "Camera time" option. Click button "Mesxt" to continue setting up.

Camera Name
ITV-IF'512F'

Camera Time
‘2009;01;05

‘08:42:35

Copy Local Time ' Previous

= Type a name to help you identify the camera in the Camera Name field.

= Set the camera date and time from the Camera Time drop-down menus. To use the
time settings from your computer, click the Copy Local Time button.

= Click Next when you have finished configuring the other settings.



Setup Wizard- Setting Up The Camera

The following window appears, summarizing the network settings of your camera:

@ TRENDNET Setiin Wizard

Setting Up The Camera

Wired : Camera MName :

|P Address 10.73.67 .2 Camera Date : 2009,/01,05

Subnet Mask |255.|:| 0o Camera Time
Default Gateway |1EI 1.1.254
Primary DNS |'i12 4824

Secondary DNS

Previous

Copyright © 2008 THENDnet. All Aights Aeserved.|

=  When you have finished setting up the Camera click the Next button. To make
any changes to your Camera settings, click the Previous button.

Setup Wizard- Camera Restart

The following window appears, indicating that the camera is restarting:

@ TRENDNET Setiin Wizard

Please wait for a minute
while sefting up the camera.




Setup Wizard- Complete

After the camera has restarted, the following window will appear:

@ TRENDNET .

Congratulations !

Your camera has been configured correctly.
Mows please click the following URL to connect your camera by the web browser.

http:ii10.71.58.134:80

Selup Another Camera

= Click the hyper-link to connect to the camera web interface.

= |f you want to setup an additional camera, click the Setup Another Camera
button.

= When you have finished, click the Exit button to close the Setup Wizard.



IPView Pro 2.0

This section describes the how to setup a camera using the IPView Pro 2.0 camera monitoring
software. To install IPView Pro 2.0 on a system running Windows, launch the IPView Pro 2.0
installation software on the installation CD-ROM and follow the setup instructions. Once the
software is installed, the IP Cam Center camera monitoring utility is ready for use. Add up to 32
network cameras to monitor using the software. Additional software, IPCam Player software is also
installed. The IPCam Player is used for playing recorded video from cameras that have been
configured to save recorded files.

Launching IPView Pro 2.0 for the first time

To launch IPView Pro 2.0, click Start > Programs > TRENDnet > IPView Pro 2.0 > IPView Pro
2.0. If this is the first time using the software, the menu that appears is the Add camera menu:

Camera setup &l

Camera management | Camera settings | Recording options | Other options |

Camera list Details of selected camera
[T Enable live preview

[ Add camera in local lan ] ’ Add camera by IP/address ]

Name IP address Model MAC

TV-IP512WN  192.168.1.71 TV-P512WN  D0031B58A203
TV-IP512P 192.168.1.67 TVHP512P 00031B58A202
TV-IPE00 192.168.1.76 TV-IP600 00FF3C983185
TV-IPEOOW 192.168.1.73 TV-PE0OW 00FF11223344

Camera name || V-IF512P
IP aAddress 192.168.1.67
IP port 80

Model name TV-IP512P
MAC address | 0031B58A202

Username admin

Password senee

Live profile Default -

Memo 192.168.1.67

Brose selected camera l ’ Delete selected camera ’ Refresh ] [ Madify ]

[ OK ] ’ Cancel




Add a camera for monitoring

The Add camera menu is presented the first time the IPView Pro 2.0 software is launched. This
menu is used to add cameras to the user interface for monitoring. After the first time running the
software, this menu can be accessed at anytime from the Configuration menus. The Configuration
menus are described in a later section of this chapter. Notice that the IPView Pro 2.0 software has
automatically detected eligible cameras running on the network.

To add a camera to the IPCam user interface, follow these instructions:

1. Check the list of cameras detected by the software. If the camera you want to add does not appear on
the list, click the Refresh button to conduct another search.

Add camera for monitering @

Select a camera in LAN | Inputthe location of camera | Live preview of192.168.1.67
G

MName IP address Model MAC

TV-IPGOD 192.168.1.76 TV-IP600 00FF3C983185
TV-IPEOOW 192168.1.73 TV-IPGOOW 00FF11223344
TV-IP100W-N 1921681186  TV-IP100W-N  0014D1786E...
TV-IP512WN  192.168.1.71 TV-IP512WN  00031B58A203
TV-IP512P 192.168.1.67 TV-IP512P 00031B58A202

a

] 1D admin
Choose the camera to add Enter ID and password >
for the camera being Password ssnee
added

Camera is connected!
4 T | »

192.168.1.67 has been added!

Refresh l [ Change the camera's IP l

[ Ok, add this camera ]l Exit

2. Select the camera to add from the list, enter the administrator’s user name and password, a preview of
the live video display will appear. Click the OK, add this camera button, a confirmation message informs
when the camera is connected and added to the IPView Pro 2.0 monitoring group. Repeat this procedure
for all the cameras being added. Click the Exit button after all the cameras have been added.

If the camera does not appear listed, click the Input the location of camera tab above the list to
view a new menu. Enter the IP address or the URL (for example, ipcam.ddns.org) of the camera



being added, type the user name and password and click the Preview to verify that a link can be
established. The live video of the camera should appear in the Live preview display. If a link cannot
be established, run the Setup Wizard software for the camera and verify the correct IP address. Click
Exit to return to the main Add camera menu.

Add camera for menitoring =

Selectacamerain LAN Inputthe location of camera | Live preview of192.168.1.67

21 W01 T -TFR1AF

Type the IP address of the camera

Location:(Ex'192.168.0.1.e7 ipcam.ddns.org")
192.168.1.67

Port(1-65535. defaultis 80) 80

After input the location and port number of the camera. Click button
"Preview" with correctID and password to see its live video. to Add D admin
this camera. please click button"COk. add this camera" below.

Password ssass
Enter user name and password for .
camera being added Camera is connected!
192168.1.67 has been added!
Ok, add this camera l l Exit

3. Once the cameras have been added, they are ready to be used in the main IPView Pro 2.0 user
interface. Close the Add camera menu (click Exit) to go to the main user interface. See below for a
description.



IPView Pro 2.0 User Interface

Below is a general description of the user interface.

2009/02/26 12:09:24 TV-IP512WN

TRENDNET

IPView Pro

NO. Item Description

1 Live video display Display area for single or multiple cameras of live video. Right click on

area any display area to view a list of quick configure options for that
camera including the “Replace camera content ...” option used to
change the order of the live video displays for multiple camera views.

> Minimize and Exit Use to minimize IPView Pro 2.0 interface or exit the program, a

confirmation is required to exit.

3 Pan and Tilt control Click directional arrows to move camera in that direction within the
(cameras using limits of the pan and tilt range. The + in the center of the control is
RS-485 Pan/Tilt used to return to the home or center view as configured for the
device only) camera.

Snapshot, recording See below for detailed information.

4 and audio controls

5 Live video display See below for detailed information.
controls

6 Camera configuration | See below for detailed information.
menu

7 Camera status Use to quickly assess the status of operating cameras. Click on box to

select camera display. The status indicators for each camera display
recording, motion detection and GP input status.




8 Camera information Displays basic information on selected camera.

Display Controls

The primary display and IPView Pro 2.0 control icons are described in detail below. When there
are more than one camera displays viewed, one of the displays can be selected for management
or additional changes. Simply left click on any display to select it. Notice the border around the
display is bright aqua blue, indicating the “selected” status. For example, to go to a single screen
display for any one camera, select the camera and click on the single screen display.

9/02/26 12:09:46 TV-IPS1ZWN 2009/02/26 12:09:39 TV-IP512P

Left click on any display to
“select” that display for
camera management.
Right click to view camera
management and display
options.

b

TRENDNET

IPView Pro

Snapshot, recording and audio controls

The still photo camera icon is used to take a snapshot of the selected live video display. The video
camera icon is used to begin video recording of the selected live video display. Snapshot and
videos files are stored in a default folder on the administrator’s system, or in a folder designated by
the administrator.

The audio controls are represented by a microphone icon to activate the internal mic or the
auxiliary audio input (if present), and a speaker icon for the audio output (remote speakers, if
present).

Notice that when these functions are activated, the color of the icon changes from white to yellow.

Audio and video controls - inactive Audio and video controls - activated



Live video display controls

Use the video display controls to change the view of the live video display. This is useful for
multiple camera application.

Click the arrows to manually cycle through the active camera’s
live displays when using a single camera display screen.

~N

Click multi-screen display icons to change the number of camera’s
displayed at one time.

To change the order in which the camera displays appear in the
interface, move the cursor over a display you want to change and
right click. A dialog appears (see example below). The top most
option in the dialog allows the user to Replace content by ...
followed by a list of connected camera IP addresses (or URL
locations). Select the camera display you want to occupy the
Cosition the cursor is placed over. The display position will then bej

swapped with the chosen camera.

Switch to full screen view of
selected display screen.

Click to automatically
cycle through the active
camera displays.

Click to record all active cameras. > @.

Launch IPCamPlayer to
view stored video files.

Click to add or configure cameras.
See details below.




Camera configuration with IPView Pro 2.0

Access the camera configuration menus by clicking on the gear icon at the bottom of the right hand
panel of the IPView Pro 2.0 user interface. Configuration options include adding and deleting
cameras from the display view, configuration of motion detection and digital input with schedules,
recording options, email alerts and other network settings.

Adding a Camera

The procedure to add a camera after the initial launch of the software is very similar to the
procedure used during the first setup. Follow the instructions below to add cameras.

To add a camera:

1. Click the Configuration icon to view the Camera Setup menu. The top most tab of the menu is the
Camera Management tab. A list of active cameras appears on the left half of the menu. Select the
camera to be added from the list. Click the Add Camera by IP Address to find the specified IP address
or network URL of the camera you want to add.

Add camera for monitoring (=3

Selecta camera in LAN Inputthe location of camera | Live preview of132.168.1.67

6

Location:(Ex'192.168.0.1" or 'ipcam.ddns.org')

192 168,167 Prewew

Port(1-65535. defaultis 80) a0

After input the location and port number of the camera. Click button
"Preview" with correct ID and password to see its live video. to Add D admin
this camera, please click button"Ck, add this camera" below.

Password ssene

Camera is connected!

192.168.1.67 has been added!

Ok, add this camera I’ Exit




2. Select the camera to add from the list, enter the administrator’s user name and password, a preview of
the live video display will appear. Click the OK, add this camera button, a confirmation message informs
when the camera is connected and added to the IPView Pro 2.0 monitoring group. Repeat this procedure
for all the cameras being added. Click the Exit button after all the cameras have been added.

Camera setup =]
Camera management | Camera seftings | Recording options | Other options |

Camera list Details of selected camera

Add camera in local lan l ’ Add camera by IP/address ]

MName IP address Maodel MAC

TV-IPE12WN - 192.1681.71 TV-IPS12WN  00031B58A203
TV-IP512P 192.168.1.67 TV-P512P 00031B58A202
TV-IPE00 192.168.1.76 TVIPE00 00FF3C9383185
TV-IPEOOW 192.1681.73 TV-IPE0OW 00FF11223344

Camera name

IP aAddress
IP port 80
Modelname | TVIP512P
MAC address | 00031B58A202
User name admin

Password senee

Memo 192.168.167

Brose selected camera l ’ Delete selected camera ’ Refresh ] [ Madify ]

[ ok || cancel |

3. The camera added now appears in the Camera List. To launch the web manager for the newly added
camera or any camera in the active camera list, select it and click the Browse Selected Camera button.

Removing a Camera
To remove the camera from the list of active:
1. Select the camera you want to remove.

2. Click Delete Selected Camera.

Note: Any camera display can be removed from the main IPView Pro 2.0 user interface by right-clicking on
the display screen for the camera and selecting the Remove this Camera option.

Launch Web Manager for Selected Camera

To launch the web-based IP Camera manager for any active camera in the list, simply select it and
click the Browse Selected Camera button.



Schedule Recording with IPView Pro 2.0

Use the Camera Settings menu to create schedules for recording and apply the schedules to any
camera. Click the Camera Settings tab to view the Schedule Recording menu (the first menu
viewed in the Camera Settings menu tab).

Camera setup

&

Camera management Camera seftings | Recording uonns" Other options |

Camera select |TVAP512P(132.168.167) -

Schedule recording ‘ Motion detection I Digital input‘

[T Enable schedule recording

Select

Remove

Apply
Apply to all camera

[ OK ] [ Cancel ]

To apply an existing schedule template, click the Select button and choose a schedule from the list

of previously created schedule templates. If a new schedule is needed it can be created from the
Select Schedule Template menu (See below).

Create Schedule Templates

To make a new schedule template, click the Create Template button to view the Create Schedule
Profile menu. Use this menu to create new schedules for recording.

Create scheudle profile templage @
Select templates 3 Schedule Profila
. Profile Mode Start Time End Tirme 1l | Profile Mode  Start Time End Time Weekdays
|CJwesk  ‘Wesk  07.00 18:00 |vesk Weak | 07.00 1800
| 4] weekd.. Week 0700 19:00 |
Profile Neme |
O Day mode
From | 12{ 1/2008 v To ‘P:IZ./' 142008 v.
;< 5 OWeek mode B N
e — ——— [ All 1[ Sunday II Monday II Tuesday I
Create T lat 0K Ci |
[ o=t Empael [ ] [ — l [ Wensday 1 I Thursday I I Fricay I I Saturday I
Start Time :I]EI \ijhnur ‘.EI[I v;mmu(e
( » EndTime |24 % hour |00+ minute
Click Create Template to et
make a new schedule. ¥ |
OK. Cancel




Setup Motion Detection and Digital Input with IPView Pro 2.0

The Camera Settings menus include Motion Detection setup and Digital Input control. Each
menu has the schedule option to apply a schedule for the action taken or always take the specified
action.

|

Camera management Camera seftings |Recordmg options | Otheroptions'

Camera select |TV-IP512P(192.165.10.197) =

Schedule recording Motion detection | Digital input |

¥ Enable motion detectmg‘é Configure motion detecting area
~Check Time ~Action

(o g ¥ Recording

& Swiziie ™ Snapshot

Select | I” Audio alarm
™ E-Mail with snapshat
Remave |
Recipient Select

E-Mail
Remove

Apply |
Apply to all camera |

0K I Cancel |

For Motion Detection, use the Config motion detection area menu to create the monitor area by
clicking on the applicable location in the image. Check the Activate MD to enable motion detection
feature and draw the area that you want to monitor, Save settings once done.

Config camera motion detecting area[192.168.10.197] ll

~Mation detection

Sensitivity
IEE 1~100%

Drawing mode
& Draw area
" Erase area

Selectall |
Clear |

Save setting |

Exit




IPView Pro 2.0 Recording Options

The Recording Options configured in the IPView Pro 2.0 help to conserve and manage allowed
memory storage (disk space) and for video file management. Recorded files can be limited by time
elapsed or by size. Use the select storage folder to choose an alternative destination for stored
video files. Storage limits can be set for each camera by time elapsed or hard disk space allowed.
A limit can also be placed for the system and all cameras used in IPView Pro 2.0.

B

Camera setup

Camera management | Camera seftings Recording options | Other options

Recording configuration
Default recording settings
Each recording file

Size interval

60 = Seconds
@ Time interval
Select storage folder
C\Users\Wen Tsai\Documents Select

Recycle

@ Reserved HDD space for each camera
Space(MB) Bitrate Time(Minutes)

100 ~ |2Mbps v about |6

Reserved time for each camera
Time(Days)  Bitrate Space(GB)

2Mbps ~| about |211

Reserved HDD space for system

500 ~ MB

OK ] ‘ Cancel




IPView Pro 2.0 Miscellaneous Options

The Other Options available for configuration include Proxy server setup, email notification, scan
interval and alert type settings.

Camera setup

Camera management | Camera settings | Recording options  Other options .

Proxy settings E-Mail sender setlings
[ Proxy Sender E-Mail address
Address Port Subjectifle

SMTP mail server

[C1 Bypass proxy server for local network address.
Port 25

Time interval of scan

Seconds

System settings

Local alert settings

. [T Automatically launch this program at system starting.
Motion detection alert sound:

e )22)
e
L))

Digital input alert sound:

Video loss alert sound:

[ ok | [ cancel




Playing Video Files on a Computer

IPCamPlayer software is installed on the monitoring station or administrator's system along with
the IPView Pro 2.0 monitoring software. Use it to playback and manage recorded video from the
cameras added to the IPView Pro 2.0 group. In order to use the software however, it is necessary
to first install the ffdshow package of codecs used for media files. There is an ffdshow installation
file on the CD shipped with the camera. Install ffdshow before using the IPCamPlayer. For
information on installation and use of ffdshow, see the ffdshow section at the end of this chapter.

2009/02/26 12:12:14 TV-TP512WN 2009/02/26 12:12:08 TV-IP512P
[l

-y

"R
-1

—

b

TREnDnET Click to launch IPCamPlayer.

IPView Pro

The IPCamPlayer can be launched directly from the IPCamCenter or from the Programs menu. To
launch the program from the IPView Pro 2.0 interface, click the movie icon on the control panel of
the main IPView Pro 2.0 interface to launch IPCamPlayer.

NOTE: Install the ffdshow package of video codecs from the installation CD before using the
IPCamPlayer.



Load Saved Video Files

Each camera has a file created automatically for storing video files. These files are normally
located in the My Documents folder in Windows. The file folders are named according to the IP
address and camera model. For example, 192.168.10.30_TV-IP512P is the name of the file folder
for the TV-IP512P using the default (non-DHCP) IP address.

IPCamPlayer User Interface

File Mame
20090227120225
20090227120326
20090227120524
20090227120225

20080 0326
2009 523
20090227120225

20090227120326
20090227120445
20090227120604
20090227120225
20090227120226
20090227120326
= 20090227120456

NDneT

12:06:14

n = . = —
Sluwar d

NO. Item
File list
1
View Screen
2
3 Add/Delete files from list
4 Playback controls

Description

Video files added to the list are viewed in the order listed.

Video files in the list are played here. The progress bar and starting
time of the video clip appears beneath the view screen.

Use the Search Files button to add recorded video files. A new menu
pops up that is used to find and add files to the list. (See description
on next page)

Standard video playback controls for Stop, Play/Pause, go to next
file (>=) or go to previous file (<<) Faster and Slower to control
speed of playback. Playback can be slowed to as much as 1/8
normal speed or speeded up to as fast as 8 times the normal speed.
The vertical slider control is used for audio volume control.



To view recorded video files in the IPCamPlayer, it is first necessary to locate and select the files to
be viewed and add them to the list. Click the Search Files button in the IPCamPlayer main
interface and a new menu appears.

In the new menu, use the Select Camera pull-down menu to choose the video file folder of the
camera to be reviewed. Use the Search Time menu to narrow the search to a specific time and
date. Finally, the Event selection menu is used to further narrow the scope of the file search for
videos triggered by Motion Detection or a Digital Input device. When the search criteria have
been defined, click the Search button to place qualified files in the Search list.

IP Address Camera Name Date & Time
Select Camera :

192.168.1.67 TV-IP512P 20090227120225

192.168.1.67 TV-IP512P 20090227120326 Search All Camera -

192.168.1.67 TV-IP512P 20090227120524

192168171 TV-IP512WN 20090227120225

102168171 TV-IP512WN 20000227120326 ErnnE

192168171 TV-PS12WN 2009027120523 2009/02/24

192.168.1.73 TV-IPEOOW 20090227120225 12:08:01

192.168.1.73 TV-IPEOOW 20090227120326

192.168.1.73 TV-IPEOOW 20090227120445 _

192168.1.73 TV-IPGOOW 20090227120604 . 200902427

192.168.1.76 TV-1P600 20090227120225

192.168.1.76 TV-1P600 20090227120226

192.168.1.76 TV-1P600 20090227120326

192.168.1.76 TV-1P600 20090227120456

Select Time :

12:08:01

Motion Detection

Digital Input

o
m Select All Clear All

@ TReNDneT

Choose the files to be added to the view file list by check marking the individual files or click the
Select All button to check mark all files in the Search list, click Add to place the check marked files
on the list of files for viewing.

After the files to be viewed have been chosen, click the OK button.



Play Video Files

Now that the recorded video files have been selected and placed on the file list, they can be played
and reviewed in the IPCamPlayer. Use the standard playback controls to play video files at normal
speed or slowed down, paused, speeded up etc. Use the mouse and left click to grab the playback
sliding progress indicator to move back and forth through the video.

ffdshow

The ffdshow software is used for audio and video encoding and decoding, especially for MPEG-4
formats. It is free software used on Windows systems and enables the user to tweak media
playback and select specific codecs and formats. For use with the IPCamPlayer, the default
settings used for ffdshow installation are all that is needed. Expert users can change audio and
video codecs as desired with one of the three ffdshow configuration utilities installed along with the
codecs. The configuration utilities can be accessed after installation from the ffdshow folder in the
Programs folder (Start > Programs > ffdshow >[configuration utility]).

Install ffdshow

1. Download the ffdshow file from www.trendnet.com download site, unzip and save the file to
your desktop.

2. Click the ffdshow install link, and select the desired language in the pop-up dialog window.

Select Setup Language

[ aF. H Cancel ]




3. The InstallShield Wizard will appear, click Next in the welcome screen.

i Setup - ffdshow

ffdshow [rev 2033] [2008-07-05]

Thiz will inztall fidshow on your computer,
It iz recommended that you close all other applications before
cantinuing.

Click Mext to continue, or Cancel to exit Setup.

| Mext> J[ Cancel ]

4. Accept the default location (Windows Programs folder) on the system for placement or
Browse to choose an alternative, Click Next to continue.

i Setup - ffdshow [t
Select Destination Location (8)

‘wihere should ffdshow be installed?

I Setup will ingtall fidshow into the following folder.
To continue, click Mest. If you would like to select a different folder, click Browse.
| [ Browse...

At least 1,6 MB of free disk space is required.

][ Cancel ]

[ < Back ][ Mext >




5. Click to check the components that will be installed. For IPCamPlayer it is only necessary
to use the default components already selected. Click Next to continue.

e Setup - ffdshow

Select Components {@
Which components should be ingtalled?

Select the components you want to inztall; clear the components vou do not want to
install. Click Mext when pou are ready to continue.

[E]iffdshow DirectS how filker 10,2 ME:
WP interface 0.8 MB
[ &wiSynth scripts serving 0.1 Me
[ &pplication plugins:

[ AwiSurith 01 MB
[ WinualDub 0.1 mMe
[] DScaler 01 MB

Current zelection requires at least 11,6 MB of disk space.

< Back ” Mext > ][ Cancel

6. Accept the default destination folder (ffdshow) or Browse to choose an alternative, Click
Next to continue.

i Setup - ffdshow

Select Start Menu Folder (@
‘where should Setup place the program's shortcuts?

Setup will create the program's shartcuts in the fallowing Start Menu falder.

To continue, click Mext. If pou would like to select a different folder, click Browse.

| [ Browse. ..

[] Don't create a Start Menu folder

{ Back ]l Next > ][ Cancel




7. Click to check the additional tasks that will be installed. For IPCamPlayer it is only
necessary to use the default formats already selected. Click Next to continue.

1 Setup - ffdshow: A=)

Select Additional T asks (@)
‘which additional tasks should be performed? \
Select the additional tasks you would like Setup to perform whils installing fdshaw, then
click Mewt.

~
[E] Decode the following video formats with fdshow: 5
H.264 / AVC
D
Hwid
Generic MPEG-4
FLW1, FLY4
H.263
[71 MPEG-1 5
[ < Back ” Mest » l [ Cancel ]

8. Click to check the video applications that use ffdshow. For IPCamPlayer it is only
necessary to use the default applications already selected. Click Next to continue.

5\ Setup - ffdshow F‘L—J|§|E|

Because a few games crash or freeze with fidshow installed
we recommend you select 'Use ffdshow only in the Following applications'.

M anagement of Compatibility lzzues [VIDED] {@)

List the names of executable files which are compatible with fidshow video decoder, one
per line.

) Do not limit

| SwPlayer exe ~|
|ACDSes10.exe =)
|ACDSeeh exe

[

|ACD S eeb ene
|AEDSee?.exe
|ACDSeet ene
| ACDS eedpro.exe
|ACDSesd.ene
|ACDSeePro exe

|
[ Dan't ask me again

< Back H Mext » l[ Cancel ]




9. Click to check the audio applications that use ffdshow. For IPCamPlayer it is only
necessary to use the default applications already selected. Click Next to continue.

5 Setup - ffdshow

M anagement of Compatibility 1zsues [AUDIO] {@
Thiz time, AUDIO decoder configuration. Please configure as well 1

You can change theze options later on the "DirectShow control* settings page.

Lizt the names of executable files which are compatible with ffdshow audio decoder, one
per line.

) Da not limit
@ 1 se fidshow only in the following applications:

| SuuPlayer exe A
|ACDSee10.6xe =)
|ACDSee5 exe

|ACDSeek exe

|ACDSee? exe

|8CD5eed ene

| ACDSeelprn. exe

| AEDSeed ene

|&8CD5eePo? exe

| |

[ Dan't ask me again

[ < Back “ Mext > l[ Cancel ]

10. Choose a speaker setup or choose Disable mixer if unsure. The audio function will work
regardless of what speaker setup is chosen. Usually it will choose the default arrangement
used on system on which it is being installed. Click Next to continue.

5 Setup - ffdshow

Speaker Setup r@
Select the speaker setup below that is most zsimilar to the configuration on your 1

computer. Y'ou can change it using "Miser” settings after installation.

Speaker setup:

() 1.0 [mana]
@z

() 2.0 [steren)
) 30 [frant 3ch)

) 4.1 [quadro + subwacfer]

() 5.0 [front 3ch + rear 2ch)

() 5.1 [frant 3ch + rear 2ch + subwoaofer]

(3 71 [frant 3ch + side 2ok + rear 2ch + subvocfer)
() Disable Mixer

< Back ” Mest » ][ Cancel




11. Review the information and click Install if satisfied that it is correct to install the necessary
codecs. The installation will take a few seconds.

5L Setup - ffdshow

Ready to Install @
Setup iz now ready to begin installing ffdshow on your computer. L

Click Install to contitue with the installation, or click Back if you want to review or
change any settings.

Destination location:
C:\Program Files“ffdshow

|>

Setup type:
Mormal T

Selected components:
ffdzhow DirectShow filker
WP interface

Start Menu foldar:
fiddzhiow

|£

[ <Back || Instal J[ Cancel ]

12. If desired, any of the three configuration utilities included with the ffdshow installation can
be launched by checking the appropriate box. Click Finish to complete the installation.

i Setup - ffdshow

Completing the ffdshow Setup
Wizard

Setup haz finizhed inztalling fdzshow on your computer. The
application may be launched by selecting the installed icons.

Click Finizh to exit Setup.

] Fun audio decoder configuratiors

[1 Run video decoder configuration

] RunYFw configuration

NOTE: To download the latest copy of ffdshow please check the ffdshow website
http://ffdshow.en.softonic.com/




