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Firmware Release Note 
Model NO.: TV-IP212W   Wireless MPEG4/MJPEG Network Camera (2-way Audio) 

F/W 
Version 

 H/W 
Version 

Issue Date Note 

V1.0.0 build 

4 

A1 07/23/2007 First Release 

V1.0.0 

build 11 

A1 08/10/2007 .change default IP to 192.168.10.30. 

.change network default from DHCP to static IP. 

.change SSID from default to TRENDnet 

. modify frame rate UI: 

a. remove auto. 

b. add 30 fps item. 

* Add java mode support for Non-IE browsers(firefox, Safari).  

Note, User need to install JVM 5.0 in their platform. 

* Use new logos provided by customer. 

V1.0.0 

build 12 

A1 08/15/2007 *Fix bug about audio: 

   . when talk button is pressed, then quit IE browser, the  

     UltraView will crash the IE browser. 

   . when connect via Internet, the random burst noise will 

     happen(receive 3999 bytes, the normal should be 4000 bytes) 

   . when connect via Internet, the garble noise will happen. 

   . It's easily to have audio.cgi alive, when the Internet connection 

      is disconnected. 

   . It's easily to prompt "Camera microphone is occupied" when 

     user pressed "listen" button(the connection is via Internet). 

 * fix the problem when lan cable is disconnected while system is 

   booting up, the LAN LED sometimes will be ON. 

 * fix Bug about when connect by Mac Safari browser, the 

connection occasionaly crash the browser. 

 * add pppoe & ddns username/password checking in web fields. 

 * minor UI adjustment. 

V1.0.0 

build 18 

A1 08/28/2007 *web configuration. 

The “User Name” should be changed to “Password” 

V1.0.0 

Build 25 

A1 10/18/2007 * fix the problem when setting AP port-mapping with dirrerent 

 port(eg. WAN port 80, LAN port 8000), the ActiveX/applet can 

not be downloaded and the streams can't be started. 

 


