How do | add a Camera to the TRENDnetVIEW Pro
software?

After the camera has been configured and set up on your network, you can use SecurView Pro to record
video via motion detection. Insert the CD-ROM to the computer and click Install TRENDnetVIEW Pro
Software in the Autorun.

O TRENDNET

Install Camera

Install TRENDnetVIEW Pro Software
Manuals

Product How-Tos

Registration

Exit

Outdoor'PoE Megapixel
Day/Night Network Camera
TV-IP302PI

Double click the TRENDnetVIEW Pro short cut on desktop.
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1. Click on the desktop icon on the tool bar and select Add, configure or delete camera device

File View Server Video Tools Help

Structure
'@ Console Root
=B Servers

£+ [admin@localhost]

45, Create, configure or delete server user and permissions...

c Ad gure or delete camera device...

Configure export of video frames...

=
| gm_) Open server's archive...

NO 51

% View or modify server communication properties..,

Manage server watchdog settings...

View or modify server recording properties...

TREMNMDN=ET Automatically discover network video devices and connect thern to the server...

Backup server's archive data...
~— — Configure server's events...
DRECHESLERE AN Report cameras' status...

-~
B CELE Start or Stop Server Services and Applications

1 =
Events 1 Submit a problem report to the TRENDnetVIEW Pro technical support team...
97 Lo7 2ULS %100 U/ PEI] ADDICatoTs TNy 0 COTITECT (U SeT VET T0CdITIust a5 auri. |

[5/18/2013 £:06:07 PM] Application: Failed to connect to server localhost: Invalid user name or password, logon failed - notification #2
[9/18/2013 4:06:09 PM] Application: Trying to connect to server localhost as admin...

[9/18/2013 4:06:16 PM] Application: Trying to connect to server localhost as admin...

[5/18/2013 4:06:16 PM] Application: Successfully connected to server [admin®@localhost]

I[QfLS/EUIS 4:06:16 PM] Application: Server [admin@localhost] time 9/18/2013 4:06:16 PM (GMT -0700)

i

1

|I| Show remaote camera setup wizard

2. Click Next and select your Network Adapter then Next.

= ™
Camera Setup Wizard - [admin@localhos ﬁ
B == — — &

Camera Setup

This wizard will quide you through the process of setting up
camera. You will be able to add, configure or remove camera
on a server you are connected to.

[ Skip introduction page nesd time

To continue, press Mext.
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Camera Setup Wizerd - [admin@loca

[ Camera choice
Select one or more devices to setup

Use the list below to select one or maore devices, which you would like to set up. Press Mext to
proceed with setup.

Title Device Name
Add New Devices

Network Dievices (IP Camera, Video Server) Media Source

Copy to Clipboard

3. Enter your camera’s model name or any name you might want to use and click on
Properties button

"Camera Setup Wizard - [admin@localhost]

Set up camera device properties

Please configure the device and set up video device options. Click Mext to proceed then.

Device title:

TV-IP302PI

This allows to tune device specific properties. Note that changes of
the options have effect immediately.

The devize iz dynamic and can be deleted

|| Device is disabled on server, no data grabbing happens
[7] Device outpt is hidden, not listed as available

<Back || Ned> | [ Cancel
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Select TRENDnet model (TV-IP302PI) and click Apply.

|
e =

Mode! | Extemal PTZ Control | Audio | Dewam |

Please chonse device wendor and model and press Apply to show
additional property pages.

Manufacturer Mode!

TREMNDnet Standard Models
SaTvP110
TP 110WN
Ty TVP121WN
TpTvP252P
$uTvP262P
%W IP282F]

C&,w IP312
T TvP32WN
Ty Tv-IP322P
TP 342P|
Ty Tv-P 43P

[ ok [ cace |[ meoiv |

The Properties window will re-appear, click on Access tab and enter your camera’s IP, port
and password information (Please set the static IP and assigned port on the camera prior to
adjust setting on the TRENDnetVIEW Pro. In this example, the camera has a static IP address
192.168.10.50 and 80 as port number.) and click OK.

e )

Audio | Everts | Motion Detection | Model | Extemal PTZ Control
Access | Widzo Input | Video Configuration | Frame Adjustments

—Dievice Access
Network Host Name or |P Address:
1521681050

User Name: Password:

admin ITTIITTIY]

Ping Device Open Device in Browser

Nete that it may be necessany to corfigure additional port
numbers {ncluding configurng them on router, firswall and./or
MNAT) depending on camera madsl and access method

[ ok || cancel |[ Appy |
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Here is an example to set the static IP and assigned port on your camera, or refer more
details with your router user’s guide:

Qutdoor Megapixel PoE Day / Night Internet Camera
TV- 2P1

Network Setting

| System Information |

| User Management |

t IP Address Setting
| Tools |
DHCP * Stati
IP Address: [192.168.10.50
| Network Setting | Subnet Mask: Precsezsan |
Advanced =
| 192.188.10.1
| PPPOE & DDNS |
i DNS 1: ﬁsz.wes.m 1
Ewvent Server |
DNS 2: ]
AUDIO/VIDEO SETTING
Image Setting | IPV6 Setting
i
| video | ¢ IPv6 Enabled:
| Audio | Manually setup the IPv6 address:
| |

DHCPv6: Enabled * Disabled

'EVENT CONFIGURATION

! . - 1Pv6 Address:
| Mation Detection

feB0::20f:dff:fe23:e870

|
| Schedule | - Tor
GPIO Setting | o i 1
Logs | Web Page Port: r I
HTTPS Port: Fs2— | HTTPS Setting
Web Authentication

Authentication: | [oigest =]

6. Click Next on the Camera Setup Wizard.

Camera Setup Wizard - [admin@localhos

Camera device properties
Set up camera device properties

Please configure the device and set up video device options. Click Mext to proceed then.

Device title:

TV-IP302PI

Properties This allows to tune device specific properties. Note that changes of
the options have effect immediately.

The device iz dphamic and can be delsted

|| Device is disabled on server, no data grabbing happens
[7] Device outpt is hidden, not listed as available

<Back |[ MNed> | | Cancel
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7. Follow the wizard instructions and then click Finish. (For schedule/motion detection
recording settings, please refer to TRENDnetVIEW Pro User’s Guide for configuration
details).

Camera Setup Wizard - [admin@loc

Wizard Completed

he wizard has completed camera configuration: 1
—
=———————————— succeeded.

—=‘—"" [7] Continue with setting up another camera

To close wizard, press Finish.

<Back |[_Finsh ] [ Cancel

8. Camera is added and shown in the viewing panel

£ TRENDnetVIEW Pro - CA\Program Files (x..\Local TRENDnetVIEW Pro Connection.xd*
File View Sever Video Tools Help TRENNNET

FrEEEEEL LR TP InEEER

Structure

@ Console Root
-8 Servers
| 2-H [dmin@ocalhost]
H -8 Video
i Ll TvP302P!
-8 Archive
&3-i] Layouts

Events

[9/24/2013 12:16:38 PM] Application: Trying to connect to server localhost as admin...

[9/24/2013 12:16:38 PM] Application: Failed to connect to server localhost: Invalid user name or password, logon failed
[5/24/2013 12:16:47 PM] Application: Trying to connect to server localhost as admin...

[5/24/2013 12:16:47 PM] Application: Successfully connected to server [admin@localhost]

[5/24/2013 12:16:47 PM] Application: Server [admin@localhost] time $/24/2013 12:16:47 PM (GMT -0700)

AT

!

Ready Idle ;

For other advanced features in TRENDnetVIEW Pro software, please refer to the
TRENDnetVIEW Pro User’s Guide on the CD.
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