How-to Guide Motion Triggered Recording in TRENDnetView Pro

How to setup motion triggered recording on
TRENDnetView Pro software?

1. Right click on the camera you want to setup motion detection and

After the camera installation, you can install the windows based
then click on Camera Setup Wizard.

TRENDnetView Pro software, which comes with the CD, to manage
your TRENDnet network cameras. Click on Install TRENDnetView Pro
Software.
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is wizard will guide you through the process of setting up
amera. You will be able to add, configure or remove camera
N 3 server you are connected to.

b
~ Launch the software by clicking on the short
"?_-:'"' cut on your desktop after you install the
TREMDnetV TRENDnetView Pro.
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To continue, press Mext.
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3. Select the camera you want to add motion detection and then click 5. Check the Use motion detector for the stream being set up. Then
Next. click Properties.

Camera Setup Wizard - [admin@Ilocalhost] Camera Setup Wizard - [admin@Ilocalhost]

Camera choice =] Motion analysis
Select one or more devices to setup o . Set up motion information analysis for video stream

Use the list below to select one or more devices, which you would like to st up. Press Next to

proceed with sstup. Please configure the motion detector for the video stream (f required) using the options below.

Click Next to proceed then.

Title | Device Name V! ilJse motion detector for the stream being set up:

Add New Devices
Propeties... | Set up motion detector specific properties. Mote that changes of the

options have effect immediately in case you are modifying settings for
the video device which is already running.

MNetwork Devices (IP Camera, Video Server) Media Source

Review or Modify Existing Devices

Media Source’002

Copy to Clipboard

Cancel

6. Select Software Motion Detection Priority and then click on OK.

Sens’rtiv'rtyl Exclusion' Format | Source |

4. Click on Next to continue the setting.

Camera Setup Wizard - [admin@Ilocalhost]

Camera device properties cel of mation d o inf . d soft .
Set up camera device properties elect source of motion detection information and software motion

detection analysis mode using the choices below.

" Default {Camera Detected Motion priority)

Please configure the device and set up video device options. Click Mext to proceed then. Use default mode. mast appropriate to achieve best peformance

Device title:

ITV—IP311PII

" Camera Detected Molion priority

Use camera’s motion information or, f absent, detect mation
using software analysis

Propetties... | This allows to tune device specific properties. Note that changes of

the options have effect immediately. ' Camera Detected Motion only
Use camera’s motion information f available
Dielste | The device iz denamic and can be deleted.
@ Spftware Motion Detection priority
[ Device is disabled on server, no data grabbing happens Detect motion using software analysis regardless of availabilty of

camera detected motion information
] Device output is hidden. not listed as available
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7. Back to the setup wizard and click Next. 9. Select Motion and Events tab, check on Enable motion controlled
recording and then click Next.

Time Lapse | Motion and Events | Storage Quota I

Camera Setup Wizard - [admin@Ilocalhost]

Motion analysis
Set up motion information analysis for video stream

Mation and alert controlled recording feature provides an opportunity
to differentiate recording mode of operation in and in absence of
alerted state. To save storage space, it is possible to record more
footage for alert conditions.

[+ Enable motion controlled recarding:
[ Enable alert evert controlled recording

Please configure the motion detector for the video stream (f required) using the options below.
Click Next to proceed then.

V! ise motion detector for the stream being set up:

Properies... | Set up motion detector specific properties. Mote that changes of the
— options have effect immediately in case you are modifying settings for

the video device which is already running.

[ Constrain recording frame rate
Recording frame rate on motion detection or in I:_:::
alerted state, fps unsafe with MPEG-4/H 264):
Time interval to keep recording before alert was |1
signaled, seconds:

00
Time interval to keep recording after alert was |3.DD

signaled, seconds:

[T Record frames in abgence of motion or alert event

Recording frame rate in absence of alert, fps 0.000

funsafe with MPEG-4/H 264}

0K I Cancel | Apply |

8. Select Video and Video Motion Information then click Advanced
Properties to setup recording. 10. Back to the setup wizard and click Next.

Camera Setup Wizard - [admin@Ilocalhost]

Camera Setup Wizard - [admin@Ilocalhost]

Data recording
Set up data recording feature properties

Data recording
Set up data recording feature properties

Please st up reconding properties and select data streams you would like to have recorded to
digk. Use Global Reconding Properties button to review archive disk drives and space quotas.
Click Mext to proceed.

Please set up recording properties and select data streams you would like to have recorded to
digk. Use Global Recording Properties button to review archive disk drives and space quotas.
Click Next to proceed.

[[] Use scheduls recording 7] Use schedule recording

Stream Type | Comment Stream Type | Comment
Video Advanced properties Video Advanced properties

Video Motion Information Video Motion Information

| ]

Global Recording Properties. .. |

y | 2]

Global Recording Properties... |

Cancel |
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11. Double check the camera information and then click Next. Advanced Settings

For advanced features of TRENDnetView Pro software, please refer to

C Setup Wizard - [admin@Iocalhost . .
amera Setup Wizard - [admin @localhost] the TRENDnetView Pro User’s Guide on the CD.

Action summary
Review selected action details

The wizard is ready to apply changes to server. The summary of the changes is shown below.
Press Mext button to apply the changes.

Action: Setup existing camerals) -
Camera: TV-IP311P| [Media Source™002]
Enabled: Yes
Visible: Yes
Software Compression: None
Motion Analysis: Enabled
_>I_I

Record Video: Yes

Record Motion Information: Yes
Record Audio: Mo

Record Everts: No

Cancel |

12. Click Finish to quit the setup wizard.

Camera Setup Wizard - [admin@Ilocalhost]

Wizard Completed

The wizard has completed camera configuration: 1
succeeded.

™ Cortinue with setting up another camera;

To close wizard, press Finish.
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