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For Model: TV-IP110, TV-IP110W, TV-IP212, TV-IP212W, TV-IP312, TV-IP312W, TV-IP410, TV-IP410W,

Internet Camera Server Firmware Upgrade Procedure

TV-1P422, TV-IP422W

Warning:

Note: The firmware procedure is based on the TV-IP212W. The procedure is the same but with slightly

e Always upgrade firmware by using a wired connection.
e Do notinterrupt the connection while doing the firmware upgrading

different screenshots.

1.

Download the firmware file from www.trendnet.com. Save the firmware on your computer.

The firmware file name ends with *.pck extension.

Go to Internet Explorer and type in the IP address of your camera

e.g. http://192.168.10.30

= Wireless Network Camera - Wi

@\:‘/ - ‘E, http:/f192.168.10.30

File Edit ‘“iew Favorites Tools Help

Enter the username & password
By default, the username & password is admin/admin

Connect to 192.168.10.30 [2|X]
R

The server 192 168.10.30 at Metcam requires a username
and password.

WWarning: This server is reguesting that vour username and
password be sent in an insecure manner (basic authentication
without & secure connection).

st narme: |§ admin - |

Password: | senns |

[Iremember my password

[ Ok, ] [ Cancel




4. Click Setup

@ TR EnD nET Wireless Internet Cam:_r\:{?::;ﬁ

Location: 2008/05/20 16:16:36

‘&> Live View

Manual Record
Snapshot
Browse
Talk

Listen
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5. Click Tools

TRE“DnET Wireless Internet Camerr‘:{ E:::$

tocation: 2008/05/20 17:19:59

o View Basic » System

s

Smart Wizard

Basic

» System
» Date & Time

= User
Network
/R

Event Server

Motion Detect

Event Config
Tools
use

Information
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6. Check the firmware version first. Click Browse to choose the firmware file.

Once the firmware is ready, click “Upgrade”

@ TRE“D“ET Wireless Internet cami’f—ls:fl';ﬂ

Event Server

Motion Detect

Event Config
Tools
usB

Information

Location: 2008/05/20 17:28:23

System Tools » Tools

Factory reset vill restore the devica's factory defsult settings.

Reboot the device,

Backup the device configurations. Click the button bellow and save the device configurations
to your local harddrive.

[ Getthe backup file ]

Restore your device's configuration from & backup file.

[ | Browse.. ]| Restore

Current Firmware Version : 1.0.0 build: 25

Select the firmware:

[\FW_Tv-P212W_1.0.0-{[ Browse.. || Update
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7. Wait 30 seconds for the device reboot.

( :" > T R E n D nET Wireless Internet I:amP:r r:rﬁ::;i

Smart Wizard

Basic

Network

Video/Audio

Event Server

Mof Detect

Event Config

Tools

Information

Location: 2008/05/20 17:32:13

System Tools » Tools

Please wait 20 seconds for the device to reboot.
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8. After 30 seconds, click Tools again to check the firmware version.

@ TRE nnnET Wireless Internet Camt?wra-:sfl';i

Location: 2008/05/20 17:24:22

System Tools » Tools
--

Factory reset will restore the device's factory default settings.

Smart Wizard

Basic

Reboot the device,

Netw
eo/Audio

Event Server

Backup the device configurations. Click the button bellow and save the device configurations
to your local harddrive.

[ Getthe backup file ]

Motion Detect

Event Config

your device's configuration from a backup file.

Tools |[ Browse_. | | Restore

usB

Information Currant Firmware Version : 1.0.0 build: 31

|[Browse.. || Update
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9. The firmware upgrade is now completed.



