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Firmware Release Note
Model NO.: TV-M7            
	F/W Version
	 H/W Version
	Issue Date
	Note

	V1.0.0 build 5
	V1.0
	2008-11-26
	Initial Release

	V1.1.0 build 1
	V1.0
	2009-02-25
	1.support camera Port modify。

2.support camera user name/password modify。

3.NPF can define static IP。

	V2.0.1 build 1
	V1.0
	2009-11-25
	New Features:

1. Support adding camera using URL 
Improvements:

1. In “IP Cameras” page, modified message from “please wait…” to “detecting IP- camera”. If no IP camera is detected, the message shows “No IP-camera”.
2. Reduce the response time to 3 seconds, when switching from any setup page to Home Page.

3. Fixed virtual keyboard hang when setting the wireless encryption key type to ASCII.
4. Straighten NAS (Network Attached Storage) preview pictures. (Note: at this time, TV-M7 still could not play video from NAS).

5. When entering “Internal Memory” or “Memory Card” page and selecting “Video”, “Music” or “Video”, if no file is available at the selected location, the screen shows message “There is no photo file”, “There is no music file”, or “There is no video file”.
6. After entering the NAS setting, the Home page would no longer show NAS related information.

7. When selecting NAS, if there is no setting for NAS, the message shows “There is no NAS setting information”.

If there are settings for NAS, but the NAS is not available on the network or the settings are incorrect, the message shows “unable to link to NAS”.
8. When selecting “Flicker” or “Picasa”, if the entered username is incorrect for “Flicker” or “Picasa”, when entering the page, the message shows “channel setting is corrupted”.


9. Corrected “display only one camera when viewing 2 ~ 4 cameras” issue.

10. After configuring NAS settings successfully, Main Menu no longer display the NAS related information. 
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