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The information in this article applies to:

· TW-100
OVERVIEW
Major steps toward a successful TW-100 installation:

1. Choose a Windows 98 workstation to prepare and setup TW-100.

2. Setup the workstation with a static IP address.

3. Browse into TW-100 by using Internet Explorer 4.

4. Specify ISP account information.

5. Enable DHCP server in TW-100.

6. Setup all workstations on the network to receive dynamic IP address.

SUMMARY
This article describes using a Windows 98 workstation to prepare and setup TW-100 for Internet access through out your network. The following network diagram depicts a typical peer-to-peer network and is used for this sample setup procedure: 
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This article assumes the following:

· A Windows 98 workstation is connected to a network.

· TCP/IP protocol is properly installed.

· Microsoft Internet Explorer 4.0 is properly installed (included with Windows 98).

· A TW-100 is connected to a network and power on.

· An external modem is connected to RS-232 (serial) port on the TW-100 and power on.

· Have your ISP account information handy:

a) Network login name

b) Network password

c) Primary DNS IP address

d) Secondary DNS IP address

e) Network access phone number

CONTENTS
Specify an IP address for your Windows 98 workstation

TW-100 has a default IP address of 192.168.0.1, a static IP address needs to be specified for a Windows 98 workstation in order to communicate with the TW-100. Follow the instructions below to specify an IP address for your Windows 98 workstation.

1. Power up your Windows 98 workstation, login if necessary, and wait until it reaches its Desktop.

2. Use your mouse and right-click on the Network Neighborhood icon. A pop-up menu appears. [image: image2.png]= s
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3. Click on Properties. Network dialog box appears.
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4. Double-click on the TCP/IP protocol. TCP/IP Properties dialog box appears.
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5. Click on Specify an IP Address. The type 192.168.0.2 for the IP Address and 255.255.255.0 for the Subnet Mask.
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6. Click OK on the TCP/IP Properties dialog box.

7. Click OK on the Network dialog box. System Settings Change dialog box appears. [image: image6.png]System Settings Change
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8. Click OK and your system restarts. Your workstation is now ready to communicate with the TW-100.

Microsoft Internet Explorer 4.0 Preparation

Use the following procedure to configure Internet Explorer 4 to access the Internet through Local Area Network (LAN).

1. Make sure Windows 98 Desktop is up and running. Find Internet Explorer icon on the Desktop.

2. Right-click on Internet Explorer icon.
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4. Click on the Connection tab. 
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5. Select “Connect to the Internet using a local area network” and click OK. Your Internet Explorer 4.0 is ready to browse into the TW-100.

Using Internet Explorer 4.0

Your Windows 98 workstation is fully prepared to browse into TW-100. Make sure you have your ISP account information handy before continuing. This section describes how to use Internet Explorer 4.0 to setup your TW-100.

1. Make sure Windows 98 is up and running.

2. Double-click on the Internet Explorer icon on the Desktop.

3. You might get an error message, click OK to clear the dialog box. [image: image10.png]Microsoft Intemet Explorer

Internet Explorer cannot open the Inernet ste
hitg:/home.miciosolt com/.

A connection with the server cauld not be established

(i
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6. Type the TW-100 address, http://192.168.0.1, and click OK. The TW-100 login appears in the browser window.
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7. Since this is the first-time setup, there is no password. Click OK. The setup home page appears. [image: image14.png]MEIE
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9. At this page ISP account information are required. You need to specify the following information:

a. User Name (network login)
b. Password (network password)
c. Verify (enter your password again)
d. Tel 1 (ISP network access phone number)
e. Tel 2 and Tel 3 are for optional in case the TW-100 can not connect through Tel 1
f. IP Address (leave it 0.0.0.0 if your ISP assigns IP address dynamically)
g. The first DNS IP Address (you’ll have the chance to enter second DNS IP address later)
h. Select your modem model and the initialization string will be provided. If your modem is not listed, select Other or Hayes Compatible Modem. It will work with most modems.

Click OK button once all information have been confirmed.


10. Click on Advanced on the main menu (on the left-hand side of the page). The Advanced Setup page appears.
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11. On the Advanced Setup, the following settings need to be specified:

DHCP Server: Enable

DNS IP Address (1): Specify the first DNS IP address here (provided by your ISP).
DNS IP Address (2): Specify the second DNS IP address here (provided by your ISP).
DNS IP Address (3): Specify the third DNS IP address. This is rarely used.


12. Click OK when all settings are specified. Your TW-100 is successfully setup.

Enable “Obtain an IP address automatically” on Windows 98 systems

Since DHCP Server is enabled on the TW-100, your Windows 98 workstation needs to be modified so it obtains an IP address automatically from the TW-100.

1. Make sure Windows 98 is up and running.

2. Close all running programs including Internet Explorer 4.

3. Right-click on the Network Neighborhood icon. A pop-up menu appears. [image: image17.png]= s
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4. Click on Properties. Network dialog box appears.
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5. Double-click on the TCP/IP protocol. TCP/IP Properties dialog box appears. [image: image19.png]Bidngs | Advenced | Nemos |
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6. Make sure Obtain an IP address automatically is selected.
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7. Click OK. The System Settings Change dialog box appears. [image: image21.png]System Settings Change
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8. Click Yes and your system reboots.

Your TW-100 is now fully configured to access the Internet.

For the rest of Windows 95/98/NT systems, make sure:

1. TCP/IP protocol is installed.

2. “Obtain an IP address automatically” is enabled.

3. TCP/IP-related software (browser, e-mail, etc…) is configured to access the Internet through Local Area Network (LAN).

Happy Surfing!!

MORE INFORMATION
This article describes specific information about configuring the TW-100 Internet Station. Please contact Microsoft regarding how to use Windows 95/98/NT system.
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