Firmware Upgrade Procedures
Notes: This device required you to restore to factory default setting after completing the firmware upgrade procedure.  You may save your configuration file before doing firmware upgrade. Please refer to the next section for the Export & Import configuration procedure. 
1. Save the unzipped firmware file to your computer
2. Go to AP’s configuration page (default IP is 192.168.10.100)
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3. Navigate to the Administrator section and select Upload Firmware option 
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4. Browse and select the unzipped firmware file the click Apply button to load

[image: image3.jpg]@ TRENDNET 300Mbps Wireless Easy-N-Upgrader

Network

——————— H} Upgrade Firmware
Wireless

Upgrade the frmuare to obtain new functionalty. It akes about 1 minute to upload & uparac fish
nd be patient please. Cauton! A corruated image il hang un the system.

‘Administrator

—

« Upload Firmware
o Settings
Management

o Status





5. Wait until the firmware upload is completed and the device reboots.

6. Go to Settings Management.  In the Load Factory Defaults section, click Load Default to restore to factory default settings. 
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7. The firmware upgrade is completed. 
Export/Import Access Point’s configuration file
Part I: Export
1. Go to AP’s configuration page (default IP is 192.168.10.100)
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2. Navigate to the Administrator section and select Settings Management option 
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3. In the Export Settings section, click Export 
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4. Save the file on your desktop and click close to exit.
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Part II: Import 
1. Open the AP’s configuration page,  Navigate to the Administrator section and select Settings Management option  (Please refer to Export procedure step 1 and 2)


2. In the Import Settings section, browse the file that you have saved on your desktop (e.g., TEW-637AP.dat), then click Import. 
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3. Wait until the settings have been imported and the device reboots.
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4. The restore configuration is completed. Go to AP’s configuration to verify the settings.  


