Print Server firmware upgrade procedure.

Wranning:
e Do not interrupt upgrading process. Otherwise, it may cause damage in your device.
There are two ways to upgrade firmware.

1. From PS-Utility
e Select the device and click on its MAC ID in Discover Device
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e Click on “Update Firmware” and select the firmware file (xxx.BIN) and click Open.
e Click Update and OK to start update
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e Click “Factory Reset” and “Yes”. Now, your firmware upgrade is done. You have to use
PS-Utility to reset it’s IP address back to original IP address



2. From Web browser:
e Type in Print Server’s IP address in IE and enter configuration page
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o Click the side button “Tool” and “Firmware Upgrade”
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Current Firmware Version and Date: 3.30 (2006-10-20)

e Select a Firmware File :

= Print W\WMail\TechSupt\Product_History\ TEW-P1P(| Browse...

E-mail Test
Upgrade

Copyright & 2006 THENDnet Al Rights Reserved.

o Click Browse to find the firmware file(xxx.bin) from you local directory.
ﬁ
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Your Print Server is performing firmware upgrade, please wait. It may take up to 60
Toals seconds to complete the process.

= Print Test
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e Click “Open” and click “Upgrade”
e Wait for the progress finish, and then you will see “Firmware upgrade complete.”
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=== | Firmware Upgrade

Configuration

Firmware upgrade completed.
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e Click “Factory Reset” and “Yes”. Now, your firmware upgrade is done. You have to use
PS-Utility to reset it’s IP address back to original IP address
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Configuration

Do you want to restore this device to factory default setting?

Yes
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