Firmware Ver.756 (V.92) upgrade procedures for TFM-560X

Step 1. Please connect the COM port of PC and E210A modem via RS-232C cable!

Step 2. Power on the modem.

Step 3. Create a directory and save the upgrade program (SFLSHDL.EXE) and the firmware file (M21F301.BIN) in the directory.

Step 4. Boot PC to pure MS-DOS or boot Windows 95/98 first edition PC to DOS mode (Safemode command prompt only), and run the upgrade program “SFLASHDL.exe”. Then the screen will appear as below.

Hit any key to continue.
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Step 5. Ignore the warning message and hit any key to continue.
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Step 6. The program will automatically detect the modem connected to the PC.
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Step 7. When the program detects the modem, the function table appears on the screen. Choose “Select Bin File” and press Enter key.

[image: image4.png]AMBIENT SERIAL FLASH MODEW SETUP.

Bin File and Flash Type must be selected
efore selecting "OK & DownToad”

v FrLe: FlashType:

Select Bin File
Select Flash Types
K & Downizad
Talk to Modem
Bt





Step 8. Available binary file will display on the screen. Select “M21F301.BIN” and press Enter key. (since there is only one firmware in the directory, you will only see one file listed on the screen).
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Step 9. Choose “Select Flash Types” bar and press Enter key .
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Step 10. Select AMD 29F002, then press Enter key.

Don’t select “Auto detect”.
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Step 11. Choose “OK & Download” bar and press Enter key.

Warning! Please do not interrupt the upgrade process.
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Step 12. the picture below shows the upgrade in progress.
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Step 13. When you see “DOWNLOAD FINISH” message on the screen, the upgrade is completed.
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Step 14. Power off the modem, reboot the computer, and then power on the modem.

Step 15. Run the upgrade program “SFLASHDL.exe” again and choose “Talk to Modem” and press Enter key.
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Step 16. Please enter command Ati1i2i3i4i5 then press Enter key.

You will get the information as shown in the picture below.
 “CD08.55 – 756 SERIAL – DSP PATCH: 3.30”
[image: image12.png]'§SFLASHDL

Esc key to return

ati112131415
Cone. 55+ 747 SERTAL - DsP PATCH

Fu11 v.52 Upgrageable
32K DSP RAN. 000
Sertal
005 81t 001 W.S.
008 Bit 001 Wis.
INT ROM

bsR: _cTs: RIi co:




Step 17. Enter command Ati6i7i8i9 and then press Enter key.

You will get the information below.
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The upgrade process is now completed. Hit Esc to go back to the “Function Table”, power off the modem and disconnect the modem from the serial cable.

To upgrade another modem, connect the modem to the serial cable, power on the modem, and then repeat the steps.
CD08.55 – 756 SERIAL – DSP PATCH: 3.30








