TV-IP602/IP602WN Firmware Release Note 
Version: 1.0.1-5412
Date: May 12, 2011

SVN Revision: 23532

Resolved:

1.
Change count down wording as: Camera is restarting, please wait for xx seconds… (where xx changes).
Version: 1.0.1-5406
Date: May 6, 2011
SVN Revision: 23502
Resolved:
1. Admin password can not be changed.
Version: 1.0.1-5327
Date: April 27, 2011

SVN Revision: 23431
Modified： 
1. Update version from 1.0.0 to 1.0.1.
Version: 1.0.0-5322
Date: April 22, 2011

SVN Revision: 23402
Resolved：

1. User can not load configuration in Backup and Restore webpage.

2. Wizard step 4, set Camera Name null, the message is null.

3. The User Account Password can accept blank character in device management webpage.
4. The RTSP URL can be saved as “@@@” in Audio and Video webpage.
Version: 1.0.0-5312
Date: April 12, 2011
SVN Revision: 23356
Resolved：

1. Log messages disappear.
2. Refine log messages.
Enhanced：
1.  Support IE9.
Version: 1.0.0-5117
Date: February 17, 2011
SVN Revision: 22799
Resolved：

1. There is no video when enable Direct Video Stream Authentication and disable Live View Authentication.

2. Bugs which were fixed in BTS.
Version: 1.0.0-5028
Date: Jan 28, 2011
SVN Revision: 22683
Resolved：

1. The pages under Setup does not have the model name, description and etc.
2. Change Dyndns.org to DynDns.com.

3. Change Backup and Restore wording as: Reset is complete.Camera is now rebooting, please wait for xx seconds (where xx changes).
4. Bugs which were fixed in BTS.

Version: 1.0.0-4931
Date: December 31, 2010
SVN Revision: 22442
Resolved：
1.
Remove language selection in live view page, only support english.
2.
Bugs in BTS.
Added:
1.  Recording error icon.
Version: 1.0.0-4915
Date: December 15, 2010
SVN Revision: 22308
Resolved：
1.  None-IE browser can support mp4.
Version: 1.0.0-4910
Date: December 10, 2010
SVN Revision: 22251
Notes:

1. First Release for Lab in.
Version: 1.0.0-4822

Date: Nov. 22, 2010
SVN Revision: 22040
The firest version.

Note:

1. Please processing [Restore Factory Defaults] after upgrade firmware.
