Release Note for TW100-S4W1CA version: C

2003/1/13 F/W ver 6.55

1. Fixes “Save Configuration” feature.

2002/10/1 F/W ver 6.50

1. Reduce filter table entries to 6 to accommodate the session number increase.

2. Increases TCP/UDP session to 1024.

2. Supports “Soribada” MP3 search software.

3. Supports “StartCraft” multi-user mode.

2002/9/25  Disk version: V1.05; F/W ver 6.07; BIOS ver 1.06

Problem: More VDO/AUDIO App are deployed, more Windows PC will turn on the IP TOS bit for flow control. ATAN Switch Controller will insert header for TOS process, while S4W1CA LAN Driver dropped.

2002/5/22  Disk version: V1.04; F/W ver 6.05; BIOS ver 1.06 (update production QC test program)

Fix: QC test program unstable issue.

2002/5/2  Disk version: V1.03; F/W ver 6.05; BIOS ver 1.06

1. IP can be leased by static DHCP function.

2. System configuration can be save. (Load/Save device settings from/to a PC file)

3. PPPoE TCP MSS can be adjust.

4. Support Multi-DMZ host.

5. IPSec ESP tunnel mode can pass through.

6. Improve system performance.

7. Support network time and system log.

8. Web configuration port can be modified.

9. Support dynamic DNS function.

10. Support MS Messenger V4.6, ICQ 2001b build 3659.

11. DNS auto-redirection.

12. Renew S4W1CA (ver.C) BIOS version, to match new IC (ATAN 8985P rev.A4).

13. Fix: connection unstable issue when connecting to HUB.

14. Modify BIOS Switch driver and firmware NIC driver register.

15. Fix: solve serial EEPROM write problem in high operating temperature.

